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Abstract
Temperature affects the soil response, but is not fully understood and quantified and
thus often ignored. The temperature fluctuations resulting from energy foundations and
construction activities, such as excavations and soil stabilization, however, may lead to
changes in the hydro-mechanical response of the clay. Especially, the sensitive clays that
are abundant in Scandinavia, may be detrimentally affected. The fragile natural bonds
between the clay platelets of sensitive clays are prone to disturbances from environmental
changes, including temperature perturbations. The change in hydro-mechanical properties,
such as the compressibility and the creep-rate, can affect the long-term stability of the
geothermal structures. The aim of the Thesis is to study the impact of temperature
perturbations on the creep of sensitive clay.
A systematic series of temperature-controlled laboratory tests (5 to 25 ◦C), including
oedometer tests with static and cyclic thermal loading steps, has been carried out
on natural and remoulded samples of natural sensitive clay from the Utby test-site in
Gothenburg, Sweden. An original time-saving test protocol is developed to obtain sufficient
data within the duration of the project. The results demonstrate that the influence of
the temperature on the creep rate of sensitive clays depends on the amount of natural
bonding. Heating increments lead to larger changes in creep rate than cooling decrements.
The thermal loading cycles lead to larger permanent strains when compared to the static
heating and cooling paths.
Thorough analyses of the results using the temperature-invariant rate-dependent model
implemented in a multi-physics numerical framework indicates that the temperature
dependency can be uniquely linked to the amount of natural bonding in the clay sample.
Consequently, the temperature-invariant model is modified by correlating the apparent
preconsolidation pressure with temperature and the amount of natural bonding in the clay
samples. The temperature-dependent model, Creep-SCLAY1ST, improves the predictions
of the mechanical response under static thermal loading considerably, whilst the modelling
of the cyclic loading paths proved to be somewhat unsatisfactory. The latter is not a
shortcoming of the proposed model modification, rather an intrinsic limitation of the
underlying temperature-invariant model.
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Other variables may appear.
Abbreviation
CRS Constant Rate of Strain







α Inclination of the reference surface
αT Thermal expansion coefficient of clay
particles
αiso Inclination of the reference surface
without anisotropy in the structure
αK0 Inclination of the reference surface at
KNC0 condition
β Visco-plastic exponent
βT Exponent for the temperature depen-
dency of preconsolidation pressure
χ Degree of bonding
χ0 Initial degree of bonding
δij Kronecker delta, i,j=1, 2, 3
Λ˙ Viscoplastic multiplier
η Stress ratio q/p′
ηK0 Stress ratio for one-dimensional com-
pression
κ Slope of the swelling line from from
e− ln p′ curve
κ∗ Modified swelling index from ε− ln p′
curve
κ0 Initial swelling index
λ Slope of the Normal Compression line
from e− ln p′ curve
λ∗ Modified compression index from ε−
ln p′ curve
λ∗i Slope of the intrinsic compression line
λT Thermal conductivity
λTf Thermal conductivity of the fluid
λTs Thermal conductivity of the soil par-
ticles
µ Viscosity of water
µ∗i Intrinsic creep index
Ω Parameter for heat flow
ω Absolute rate of rotation
ω0 Initial phase of cyclic temperature




σ′ij Effective stress state
σ′max Maximum stress state
σ′pc The apparent preconsolidation pres-
sure
σ′v0 In-situ vertical effective stress
εT Thermal strain
εir Irreversible strain
εirv Irreversible volumetric strain
εd Shear strain
εtij Strain after temperature change
εeMij Elastic strain caused by changes in
mechanical loads
εirMij Irreversible strain caused by changes
in mechanical loads
εeT ij Elastic strain caused by temperature
vii
expansion















fv Body force per unit mass
q Heat flow in the clay
u Water flow in the clay
A Area passed by heating flow
a Material parameter for temperature
dependency of remoulded clays
AT Amplitude of the periodic tempera-
ture
b Material parameter for temperature
dependency of intact clays
Cp Specific heat capacity
Cv Volumetric heat capacity
Cv;a Heat capacity of air
Cv;s Heat capacity of soil particles
Cv;w Heat capacity of water
D′ New diameter of clay sample
D0 Initial diameter of clay sample





g0 Gravity of earth
h′ New height of clay sample
h0 Initial height of clay sample
I1 First stress invariant
K Intrinsic permeability
k Hydraulic conductivity
K0 Coefficient of earth pressure at rest
KB Bulk modulus
L The length of the domain
M Slope of the critical state line
m Mass
Mc Inclination of Critical State line in
compression tests.
n Porosity of saturated clay
O1 The first oedometer cell
p′ Mean effective stress
p′eq Equivalent stress
p′eqref Equivalent stress of the reference sur-
face
P ′eqTref Equivalent stress at reference tem-
perature
P ′eqT Equivalent stress at new temperature
p′c Preconsolidation pressure
Q The amount of heat
q Deviatoric stress
R Heating rate in ◦C/hour
Su Undrained shear strength
S11 The first step for the first oedometer
cell




tp Period for one full cycle
Tavg Average annual temperature
Tref Reference temperature
Uv Degree of consolidation
Va Volume of air
Vs Volume of soil particles
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Given the current trend of global warming, sustainable development is increasingly
important. Geothermal structures, such as energy foundations, will help to provide energy
in an environmentally friendly way by exploiting the shallow subsurface (i.e. < 100 m).
The temperature in the ground close to the surface is affected by the ambient temperature
of the air and the changes with weather. The temperature below a certain depth in the
subsurface, however, is constant, and similar to the average air temperature over the
year. This depth depends on the thermal properties of the ground, hence the soil type.
The consequence is that in the winter or the summer, the temperature in the ground is
either higher or lower than the air temperature, respectively. This temperature difference
can be utilised in making heating, ventilation, and air conditioning (HVAC) systems
for buildings more efficient (Arson et al. 2013; Bourne-Webb, Amatya, and Soga 2012;
Florides and Kalogirou 2007; Laloui and Di Donna 2011; Suryatriyastuti et al. 2012). A
possible solution for an energy foundation is to equip piles with additional thermal loops
as shown in Fig. 1.1. In these, so called energy- or geothermal piles, closed loops of pipes
are placed in which a fluid is circulated to extract and store heat in the pile itself, and
the soil surrounding it, as illustrated in Fig. 1.2. In these systems, heat subsequently
transfers from the fluid through the pipes and the pile itself into the subsoil.
Figure 1.1: Scheme of geothermal pile system: (a) Energy storage; (b) Energy extraction.
The temperature of the the material surrounding the heat exchanger is influenced by
the fluid flow in the pipe and, depending on the temperature difference, undergoes a
heating or cooling process. Most fine-grained soils that experience a change in temperature
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Figure 1.2: Cross-sectional view of typical heat exchangers(Abdelaziz et al. 2014).
generate excess pore water pressures, due to the difference in the thermal expansion
coefficients between the pore water and the minerals of which most soil particles are
composed of. Because of the low hydraulic conductivity, stiff and or compacted clays are
used as barrier for nuclear waste repositories far below the ground surface (>200 m). In
these applications the temperature can be high around the heating source, sometimes
even sufficiently high (70 to 92◦C) to induce failure (Hueckel and Pellegrini 1992). Unlike
nuclear waste repositories, energy foundations, such as geothermal piles (Fig. 1.1), only
change the temperature of the surrounding soil in a limited temperature range (0 to 50◦C).
In this case, the temperature change is unlikely to induce failure in the soil resulting from
generating excess pore water pressures. For sensitive natural clays, however, a modest
change in the effective stress or the apparent preconsolidation pressure is sufficient to
change the material behaviour considerably. This in turn can gradually degrade the initial
amount of natural bonding, and hence may affect the mechanical properties, such as the
emerging creep rate, the stiffness and the (undrained) strength.
Previously, the major concerns of geothermal piles have included the design, the energy
efficiency and the added costs of the complete system. Furthermore, most geothermal
piles have been installed in stiff soils (Dehkordi and Schincariol 2014; Mimouni and Laloui
2014). In Sweden, however, soft sensitive clays with a large natural water content are
very common. Although the water content might be beneficial for energy storage, the
thermo-hydro-mechanical response of the sensitive clays to the temperature change around
geothermal piles, and its effect on the foundation, is less well understood.
Sensitive clay is a type of clay where the shear strength reduces to a very small fraction
of its original value when sheared to large magnitudes of strain at constant water content
(remoulded). Sensitivity is defined as the ratio of the peak strength of the soil in its
natural undisturbed state to that in the remoulded state at the same water content. The
sensitivity varies considerably with the type of clay (and the tests conducted to determine
it) (Table 1.1), ranging from 2 to a few hundreds as shown in Fig. 1.3. Depending on
the formation and depositional history, marine clays can transfer to quick clays (Mitchell
6
and Soga 2005). Quick clays are ubiquitous in Scandinavia and Canada, which have
comparable geological and climatic conditions. In Sweden, the largest sensitive clay
deposits are found at elevations below approximately 80% of the level of the highest
historic shoreline (Rankka et al. 2004). Fig. 1.3 shows the occurrence of quick clay, the
red circle represents the Gothenburg area.
Figure 1.3: Distribution of sensitive clays in Sweden (Jerbo and Hall 1961).
Table 1.1: Sensitivity of natural clays. (Rankka et al. 2004)
Clay type Term Sensitivity
Overconsolidated, low to medium plastic clays Low sensitivity <8
Normally consolidated, medium plastic clays Medium sensitivity 8-30
Marine Clays High sensitivity >30
For soft sensitive clays, such as those found near Gothenburg, long-term deformation
behaviour is one of the main concerns. The impact of temperature on the long-term
behaviour of sensitive clays is still subject to research. Several researchers, e.g. Burghignoli
et al. (1992) and Towhata, Kuntiwattanakul, Seko, et al. (1993) have shown that thermal
loads produce an acceleration of the mechanical creep phenomena. This implies for soft
sensitive clays that a small temperature change, e.g. from an energy foundation, could
cause unexpected large additional settlements.
Rate-dependency (creep) and the degradation of the initial amount of bonding, called
destructuration, are two of the most important mechanisms that differentiate sensitive
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clays from other types of clays. A large number of tests (including temperature-controlled
triaxial tests and oedometer tests) have been conducted to study the response of soil under
thermal loading over a large temperature range and at high stress levels, representative
for nuclear waste repositories. In contrast, only a very limited number of tests have
been conducted on sensitive natural clays to study the long-term rate- and temperature-
dependent behaviour in a temperature range that is representative for energy foundations.
Furthermore, it is important to not only study the emerging creep rate as function of
temperature, but also as function of temperature loading history.
1.2 Aims and objectives
The aim of this Thesis is to study the rate-dependent behaviour of sensitive natural clay
under both static and cyclic thermal loading. This is achieved by using a combination
of laboratory testing, thermo-hydro-mechanical modelling, as well as constitutive model
development. A systematic series of temperature-controlled oedometer tests are conducted
in the temperature range of 5◦C to 25◦C on intact and remoulded samples of a natural
sensitive clay from Gothenburg.
In order to study the influence of static and cyclic thermal loading on the behaviour of
a sensitive natural clay, an experimental programme is designed to study the following
aspects:
• The volumetric strains and the excess pore pressures during heating and cooling
under relevant constant stress state;
• The evolution of hydraulic conductivity and consolidation during thermal loading
(heating and cooling) and mechanical loading;
• The temperature dependency of the hydro-mechanical properties of the soil, such as
the apparent preconsolidation pressure, stiffness and creep properties;
• The emerging creep rate (both natural and intrinsic) under temperature change.
Furthermore, to interpret the gathered experimental results, we:
• Use advanced constitutive modelling for sensitive natural clay to predict its coupled
thermo-hydro-mechanical behaviour;
• Modify a temperature-invariant constitutive model in order to incorporate the
influence of temperature;
• Use both temperature-invariant and temperature-dependent models to predict the
response of sensitive clays subjected to combined mechanical and thermal loading.
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A few limitations apply:
• The focus is on displacement and creep, not strength.
• The focus is on saturated sensitive clays which are lightly overconsolidated;
• The temperature range is selected to be representative for energy foundations, and
is therefore relatively small.
1.3 Outline of the Thesis
• Chapter 2. –Thermal behaviour of natural clays – In this Chapter, the general back-
ground related to the thermal response of soft soils and the expected thermal regime
around energy foundations are discussed. A combination of relevant experimental
evidence and modelling strategies are summarised.
• Chapter 3. –Experimental and numerical methodology– The experimental methodol-
ogy will be explained and the performance the testing system is demonstrated.
• Chapter 4. –Oedometer tests with static thermal loading– A systematic series of slow
monotonic cooling and heating tests on intact and remoulded samples is presented
and analysed using the temperature-invariant Creep-SCLAY1S model implemented
in a fully coupled multi-physics framework.
• Chapter 5. –Thermal modelling of sensitive clays– A temperature-dependent model
extension (Creep-SCLAY1ST) is developed based on the experimental data presented
in Chapter 4.
• Chapter 6. –Oedometer tests with thermal loading cycles– The effect of thermal
cyclic loading is investigated experimentally, and further analysed using the Creep-
SCLAY1S and Creep-SCLAY1ST models.
• Chapter 7. –Conclusions and recommendations– Conclusions and recommendations
for future research.
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2 Thermal behaviour of natural clays
2.1 Background
It is impossible to eliminate temperature changes in natural clays, as even the ambient
temperature changes daily. When soils are sampled for testing from a given soil layer,
they may have a different temperature than the temperature used in the laboratory
(Campanella and Mitchell 1968). Construction activities, such as deep excavations, expose
soils to different temperatures than they have had in the past. In addition to these
temperature changes caused by the natural heating or cooling, the clays are subjected to
even larger temperature disturbances because of human activities in energy projects. For
example the (shallow) subsurface is exploited as a geothermal resource (Amatya et al.
2012; Bourne-Webb, Amatya, Soga, et al. 2009; Brandl 2006; Dupray et al. 2014; Gera
et al. 1996; Knellwolf et al. 2011; Loveridge and Powrie 2013; McCartney, Sanchez, et al.
2016), or alternatively clays with low permeability are used as an impermeable barrier for
nuclear waste storage and disposal (Franc¸ois, Laloui, and Laurent 2009; Gens, Vaunat,
et al. 2007; Hueckel and Baldi 1990; Sultan et al. 2002). The properties and responses of
the clays under non-isothermal conditions are of a concern in the situations above.
Under temperature change, or during thermal loading of a saturated clay, the soil particles
and the pore fluid are the two components that respond to the temperature change. The
properties of clay as a porous medium depends highly on the fraction and the type of
soil particles and porous fluid (usually water) (Abuel-Naga, Bergado, and Bouazza 2008).
During thermal loading (e.g. heating), excess pore pressures are often generated, because
of the difference between the thermal expansion coefficients of these two components
(soil particles and fluid) in saturated clays. The magnitude of this pore pressure change
depends on the hydraulic conductivity, the rate of the thermal loading and the drainage
conditions. Among the natural clays, sensitive clays have a large amount of natural
bonds between the particles. These bonds depend strongly on the age of the clay, and
the sedimentary and geo-chemical environment, and can be easily influenced by the
environmental change (such as mechanical loads, temperature, chemical components in
water and bacteria). Slow reorganisation of the particles in sensitive clays occurs with
time, and can even be accelerated by disturbances, such as changes in temperature or
effective stress. Consequently, the macro-level stress-strain-time behaviour of sensitive
clay can change as a result of disturbances. In this Chapter, we focus on the situations
where temperature is the source of these disturbances.
To investigate the complex processes in natural clays due to temperature change, temperature-
controlled laboratory tests have been carried out on different types of clays. Most of these
tests are oedometer tests (Eriksson 1989; Towhata, Kuntiwattanakul, Seko, et al. 1993),
CRS (Constant Rate of Strain) tests (Marques et al. 2004; Moritz 1995; Tidfors and
Sa¨llfors 1989), direct shear tests (Noble and Demirel 1969; Yavari et al. 2016) and triaxial
tests (Cekerevac and Laloui 2004; Sultan et al. 2002) that aim to study the basic soil
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response under thermal loading, or at different temperatures. The published laboratory
observations are, however, somewhat contradictory and inconclusive, which demonstrates
that the features of the mechanical behaviour of soil under thermal loading, such as
creep rate, shear strength, stiffness, permeability and so forth, are not fully understood.
Regardless, thermal constitutive models have been proposed to capture the response of
clays to temperature change, based on the comparisons between laboratory and simulation
results.
In this Chapter, a brief overview on previous studies on the response of clays to temperature
is discussed, focussing on laboratory tests and numerical studies on saturated clays.
2.2 Response of clays to temperature change
The first reaction of the two components in clays, the clay particles and the pore fluid, to
temperature change is to expand (contract) upon heating (cooling), just like most of the
natural materials. This means that all the components in saturated clays deform, and the
magnitude of this deformation can be deduced from the thermal expansion coefficient αT .
The volumetric thermal expansion coefficient αT is expressed as the volumetric strain
taking place under one degree of temperature change. The thermal expansion coefficient
αT for water, which is the most common fluid in the clay, is much higher than that of the
mineral particles (which in turn varies dependent on the mineral), see Table 2.1. The bulk
modulus KB for clay particles is, however, much higher than that of the water, as listed
in Table. 2.1 for Kaolinite. Bulk modulus KB represents the ratio between the increment
of mean effective stress to the increment of volumetric strain (∆p′/∆εv). Consequently,
under temperature change, excess pore pressures can be generated, because water expands
more than the soil particles. Once these excess pore pressures cannot dissipate, there
is a change in effective stresses that ultimately results in the deformation of the clay
skeleton. To investigate the behaviour of clays in a geothermal system, field tests have
Table 2.1: Thermal consolidation parameters at 20◦C.
Properties Volumetric thermal expansion αT Bulk modulus KB
Unit ×10−5◦C−1 GPa
Mineral Particles 1.3 - 5.0 35.7-62.2 (Kaolinite)
Water 20.7 2.2 (at 45 ◦C)
been made by observing of the response of natural sedimentary clays subject to heating
(Akrouch et al. 2014; Bourne-Webb, Amatya, Soga, et al. 2009; Franc¸ois, Laloui, and
Laurent 2009; Gabrielsson et al. 1997; Popiel et al. 2001). For example, the clays around
nuclear repositories, energy storage and energy pile foundation have been studied with
field measurements (Akrouch et al. 2014; Bernier et al. 2007; Gabrielsson et al. 1997) as
shown in Fig. 2.1. Most of the tests conducted have focused on the energy efficiency and
geotechnical behaviour of the piles (Brandl 2006).
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The boundary conditions (for water, temperature and mechanical loads), however, are
not easy to controll in the field. For example, the effective stresses and the temperature
change simultaneously in the clays around geothermal structures. Furthermore, the
thermal strains cannot be measured directly, as the water boundary is partially drained,
and depends on the heating and cooling rate. Because of the limitations of testing time,
Figure 2.1: In situ test of energy pile. (Akrouch et al. 2014)
measurements, boundary conditions, site and etc., the laboratory tests out-number the
field tests. Temperature-controlled laboratory test are a useful tool to systematically
study the behaviour of clays under controlled conditions by isolating the change of one
specific variable (for example temperature, mechanical load, boundary conditions, solution
of the water bath, salinity of the water bath and etc.) from other variables. Thermal
loads, similarly to the mechanical loads and other environmental changes, can work as an
external variable. The following section focuses on the temperature-controlled laboratory
tests that have studied the thermal response of clays. The observations on the basic
properties and mechanical parameters of soil thermal under non-isothermal conditions
are summarized and discussed.
2.2.1 Overview of the temperature-controlled laboratory tests
A large body of research has been carried out by performing different types of temperature-
controlled laboratory tests, to study the stiff clay response for high temperature range for
nuclear waste repositories (Baldi et al. 1988), and to investigate the general behaviour
of clays under temperature change (Cekerevac and Laloui 2004). Early works on the
soil behaviour under temperature loading have studied the influence of temperature on
volumetric and strength parameters of soil samples during sampling and transportation
(Campanella and Mitchell 1968), because it is believed that the heating can lead to a
change in the shear strength, which is most relevant for deep excavations.
Because of pore pressure changes due to the dissimilarities in the thermal expansion
coefficient and the bulk modulus of the mineral particles and the water, the temperature-
controlled laboratory tests are divided into two categories: drained tests where excess
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and negative pore pressure can dissipate, for example oedometer tests (Abuel-Naga,
Bergado, and Bouazza 2008; Abuel-Naga, Bergado, Bouazza, and Ramana 2007; Franc¸ois
and Laloui 2010; Towhata, Kuntiwattanakul, Seko, et al. 1993; Ye et al. 2013), CRS
tests (Moritz 1995) and triaxial tests (usually isotropic compression) with open water
boundaries (Cekerevac and Laloui 2004; Delage, Sultan, et al. 2000; N. Tanaka et al.
1997); and undrained tests where the water boundaries are closed (Abuel-Naga, Bergado,
and Bouazza 2007; Hueckel and Pellegrini 1992), for example triaxial tests that combine
heating, cooling and shearing with complex loading path as shown in Fig. 2.2(b). In
triaxial tests, not only the loading path and drainage conditions can be controlled, but also
the thermally induced volumetric deformations under drained conditions and thermally
induced pore water pressures under undrained condition can be obtained (Abuel-Naga,
Bergado, and Bouazza 2007).
(a) Triaxial apparatus with tempreature control
(b) Thermo-mechanical loading paths
Figure 2.2: Temperature-controlled triaxial apparatus and its loading paths (Cekerevac
and Laloui 2004).
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In most cases, the temperature started from the room temperature, and was controlled
between the freezing and boiling point of the pore fluid to avoid a phase change. The
representative temperature-controlled laboratory tests on saturated clay (both natural
and reconstituted) are summarized in Table. 2.2. The method to control the temperature
varies between different tests. It is most common to change the temperature of the
samples by measuring and adjusting the temperature of the water bath surrounding a
clay sample, either by heating the water directly in the water bath (Fig. 2.2(a)) or by
pumping the water from a temperature-controlled source (Fig. 2.3).
Figure 2.3: Temperature control with external heating source (Savvidou and Britto 1995).
With respect of stress states and temperatures, two main types of loading paths have
been used to change just one variable at a time during the tests to investigate the
temperature-dependent soil response: heating up or cooling down the sample at constant
stress levels; and isothermal mechanical loading the sample at different temperatures.













































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































2.2.2 Thermal loading under constant mechanical loads
Thermal strain εT
As already discussed, during thermal loading, the first response of a clay is expansion
or contraction. This expansion or contraction leads to the deformation of the clay that,
depending on the initial structure of the clay and the temperature increment, is either
reversible or irreversible. The thermal strain relates to the current stress level, the stress
history, the current temperature and the temperature history. The measurements of
volumetric strains under temperature change are essential for developing temperature-
dependent constitutive models. These can be obtained from drained heating tests by
measuring the deformation of sample or the amount of water that has been expelled out
of the sample.
For most of the clays, with open drainage boundary, irreversible strains will be left after
a heat-cooling cycle as shown by Sultan et al. (2002) in Fig. 2.4. The magnitude of this
irreversible thermal strain is related to the stress history. In the laboratory tests, drained
heating has different influence on OC (overconsolidated) and NC (normally consolidated)
clay, as illustrated in Fig. 2.4 (Abuel-Naga, Bergado, Bouazza, and Ramana 2007; Baldi
et al. 1988; Cekerevac and Laloui 2004; Demars and Charles 1982). For most of the
tests, thermal expansion is observed in overconsolidated clay in the early heating period
and contraction is observed when the clay is heated with high temperature (Hueckel and
Pellegrini 1991).
Figure 2.4: Thermal volumetric changes of Boom clay samples at different OCR values
(Sultan et al. 2002).
The apparent preconsolidation pressure σ′pc
Because of the irreversible strains in the cooling and heating process, the apparent
preconsolidation pressure observed in the laboratory changes. It is generally proven that
the apparent preconsolidation pressure decreases with increasing temperature (Abuel-
Naga, Bergado, Bouazza, and Ramana 2007; Moritz 1995; Towhata, Kuntiwattanakul,
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Seko, et al. 1993; Tsutsumi and H. Tanaka 2012). Heating causes hence quasi-softening
behaviour in clay. Because of the limitation of time in incremental loading oedometer
tests, most of the correlations between the apparent preconsolidation pressures σ′pc and
the temperature are drawn from CRS tests. One of the results for soft clay is shown in
Fig. 2.5.
Figure 2.5: The apparent preconsolidation pressure of intact samples (Leroueil and Soares
Marques 1996).
There are two processes going on in the clay when a thermal load is applied on the
macroscopic level: thermal softening and volumetric strain hardening. It is generally
agreed that the preconsolidation pressure deceases because of the softening caused by
heating. It means that if the soil is normally consolidated and subjected to heating, the
apparent preconsolidation pressure (σ′pc) is smaller than the stress that it is subjected
to (σ′v). Thus, irrecoverable strains develop to partially compensate for the increase
in stresses or the decrease in the preconsolidation pressure (Hueckel and Baldi 1990).
If the clay is highly overconsolidated, thermal expansion is observed upon increasing
temperature. When the reduced apparent preconsolidation pressure matches the current
stress that the clay is subjected to, thermal contraction is expected.
When clay samples are heated with closed drainage boundaries, the observed strains are
mainly related to the expansion of water (Kuntiwattanakul et al. 1995). The yielding of
the clay sample is caused by the generation of the excess pore pressure (increase in ∆u and
thus increasing q/p′) when the external loads are kept constant (Hueckel, Franc¸ois, et al.
2009). Failure of clay is even more likely to happen under undrained heating, because of
the combination of decrease in the apparent preconsolidation pressure and increase in
q/p′ (Hueckel and Pellegrini 1991).
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2.2.3 Mechanical loading under constant temperature
When temperature is kept constant, the mechanical and hydraulic properties such as the
modified swelling index κ∗ and the modified compression index λ∗, the creep rate Cαe,
the permeability K (hydraulic conductivity k) and the shear strength Su (drained and
undrained) under different temperature can be evaluated. For example, in temperature-
controlled oedometer or CRS tests, parameters such as the compression and the swelling
index can be deduced directly from compression (or stress-strain) curves. The perme-
ability and consolidation coefficients can be derived from time-displacement curves. The
laboratory tests are carried out in the same way as traditional tests but at different
temperatures. The correlation between temperature and these mechanical properties are
summarized in Table. 2.4.
Compression index λ∗ and swelling index κ∗
The slopes of the swelling line κ and the Normal Compression line λ are defined in
Cam-Clay model as −∆e/∆ ln p′, where e is the void ratio, and are used to describe the
compressibility of clays in the elastic and plastic range, respectively. Most compression
tests under drained conditions show that λ is independent of temperature (Cekerevac
and Laloui 2004; Graham et al. 2001; Mitchell 1969; Plum and Esrig 1969; Sultan et al.
2002). The observations for κ -values, however, varies between different studies. The
initial stiffness, represented by the reverse of swelling index is higher for the samples that
had been loaded with one thermal cycle (thermally-overconsolidated) than those that
were tested under room temperature (Burghignoli et al. 2000; Kuntiwattanakul et al.
1995). For example, the apparent shear modulus seems to increase with temperature (De
Bruyn and Thimus 1996; Houston et al. 1985). This indicates that the heating history can
affect the stiffness, and that the changes are not be reversed by cooling. In contrast, in
some other tests, the initially heated and then cooled normally consolidated sample still
exhibited the same stiffness as the heated sample (Abuel-Naga, Bergado, and Lim 2007;
Sultan et al. 2002). In some of the numerical simulations, the initial stiffness is deceasing
with increasing temperature as the correlation between temperature and swelling index
is defined as Eq.(2.1), where B is a material constant measured in laboratory tests for







The slope of critical state line M , friction angle φ and undrained shear strength Su
The shear strength (both drained and undrained) is one of the most important parameters
for the design of geotechnical structures. The drained and undrained shear strengths
under different temperatures can be obtained directly from the laboratory tests with
thermal control. In general, the emerging shear strength depends on the initial stress
state, the stress path to failure and the critical state line.
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The inclination of the critical state line M can be derived from the friction angle φ′ using
M = 6 sinφ′/(3± sinφ′) or obtained from the p′−q figure from triaxial tests. The drained
and undrained triaxial shear tests conducted under different temperatures show that the
inclination of the critical state line M is temperature-invariant (Abuel-Naga, Bergado,
and Lim 2007; Hueckel and Baldi 1990; N. Tanaka et al. 1997) as shown in Fig. 2.6, even
though a few tests (Cekerevac and Laloui 2004) do suggest that the friction angle might
be influenced by the temperature change.
(a) Inclination of CSL (b) Shear strength under different temperature
Figure 2.6: Effect of temperature on the slope of the critical state line and shear strength
in the p′ − q space (Abuel-Naga, Bergado, and Lim 2007).
The mobilised shear strength, however, depends highly on the loading path, as well as the
temperature and loading histories (drained or undrained consolidation) according to the
studies carried out under non-isothermal conditions. Contradictory conclusions are drawn
by different researchers based on their laboratory results (Table. 2.4). The temperature
history is important for the mobilised shear strengths, as the thermally-overconsolidated
clay samples (i.e. sample that have been subjecting to higher temperature than the current
temperature) exhibit larger shear strengths than those prepared in normal temperature
(Kuntiwattanakul et al. 1995). The same applies to the mechanical loading history: the
apparent shear strength increases with temperature for normally consolidated clay, but
deceases for overconsolidated clays (Hueckel and Baldi 1990). The shear strength under
different temperature depends also on the loading path. The mobilised drained shear
strength seems to increase with temperature, whilst the undrained shear strength decreases
with temperature (Abuel-Naga, Bergado, and Lim 2007; Houston et al. 1985). In some
triaxial shear tests, the shear strength appear to be temperature-invariant (Graham et al.
2001; Houston et al. 1985). The unclear trends on the development shear strengths as
a function of temperature shows the necessity of carrying out systematic tests with a
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thorough test procedure, supported by numerical modelling to explain the phenomena.
Permeability K and hydraulic conductivity k
In geotechnical engineering, permeability indicates the difficulty of pore fluid going through
the pores of the soil skeleton under certain hydraulic gradient. Hydraulic conductivity
k(m/s) consists of permeability K(m2) which is only related to geometry of the pores in
the clay, the density ρ(kg/m3) and the dynamic viscosity µ(kg/(ms)orPas) of water as
expressed in Eq.(2.2). The viscosity of water µ is decreasing with increasing temperature
(Table. 2.3) (Korson et al. 1969). Towhata, Kuntiwattanakul, Seko, et al. (1993) postulated
that the rate of volume change is accelerated by heating because of the reduced dynamic
viscosity of the water when heated, which means that the hydraulic conductivity changes





Table 2.3: Dynamic viscosity and density of water (Korson et al. 1969).
Temperature (oC) 5 10 15 20 25
µ(×10−3Pas) 1.518 1.307 1.139 1.002 0.890
ρ(kg/m3) 999.9 999.7 999.1 998.2 997.0
If the temperature can affect the organization soil particles, the intrinsic permeability K
which depends solely on the property of the soil skeleton, is influenced. However, in the
tests done by Delage, Sultan, et al. (2000) on Boom clay, the intrinsic permeability K
was found to be insensitive to temperature changes, as shown in Fig. 2.7.

































































































































































































































































































































































































































































































































































































2.2.4 Time-dependent behaviour under temperature change
The long-term response of natural sensitive clays is governed by the consolidation, creep
and relaxation of the material, as well as the unknown mechanisms that fall under soil
aging. The magnitude of these time-dependent effects is influenced by the natural structure
and the mineral composition of the clay. Clay structure refers to the combined effect of
the fabric and the bonds between the clay particles or aggregates (Delage and Lefebvre
1984; Leroueil and Vaughan 1990) resulting from geological formation of the clays and
the subsequent geo-chemical processes. This natural structure is complex, and easily
influenced by environmental changes. Additionally, the sensitivity to temperature effects
also depends on the mineral composition, for example active clays such as montomorillonite
(Hansen et al. 2012) are temperature-sensitive.
Creep is the tendency of a solid material to move slowly or deform permanently under the
influence of constant mechanical stresses. Generally creep in geomaterials is defined as
the ongoing deformation under constant effective stress, and is the reorganization of soil
particle arrangement that develops with time. Creep can occur as a result of long-term
exposure to high levels of stress that are still below the apparent preconsolidation pressure
of the material. This means that creep can happen at any stress state. There are only a
limited number of tests reported that study the creep of clay under temperature changes,
even fewer of them focused on soft clay. The limited tests indicate that creep accelerates
under elevated temperatures both in the laboratory (Burghignoli et al. 1992; Burghignoli
et al. 2000; Coccia and McCartney 2016a; Houston et al. 1985; Nguyen et al. 2017; Plum
and Esrig 1969; Towhata, Kuntiwattanakul, Seko, et al. 1993), and in the field (Akrouch
et al. 2014; Fox and Edil 1996). The latter results are plotted in Fig. 2.8, where the
increasing temperature in stiff clay increased the creep exponent n by the factor of 4 to 5.
Figure 2.8: Creep exponent (n) versus tension load. (Akrouch et al. 2014).
As discussed earlier, thermal softening and strain hardening can lead the clay to a new
equilibrium state with a new apparent preconsolidation pressure (Cui et al. 2000; Towhata,
Kuntiwattanakul, Seko, et al. 1993). If a thermal steady state is reached, creep continues
with a creep rate that is related to the distance between the current stress state and the
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new yield surface (Hicher 2016). However, the interpretation that the increasing creep
rates are solely induced by the reduction in apparent preconsolidation pressure upon
heating (Leroueil and Soares Marques 1996; Moritz 1995) seems incomplete.
Stacks of clay minerals or particles that form the aggregates in clays are directionally
arranged during sedimentation. Structural studies using Scanning Electron Microscopy
show that the mineralogy of clay powder remains unchanged when heated to 200 ◦C
(Towhata, Kuntiwattanakul, and Kobayashi 1993). According to the X-Ray study (Zhang
et al. 1993), the interlayer spacing is independent of temperature, but the total water
content is decreasing with increasing temperature under constant interlayer load. In
contrast, in wet samples the orientation of particles and the spaces between and inside the
aggregates can change. On the smallest scale (nanometres), it is demonstrated that even if
the mineralogy stays the same upon temperature changes, the basal length of the distance
between the clay platelets will change irrecoverably (Baldi et al. 1988; Brochard et al.
2017; Hansen et al. 2012), which can lead to a drop in repulsive force. The orientation of
the clay platelets of reconstituted clays that are perpendicular to the mechanical loads
also change slightly after heating and cooling cycles (Jaradat et al. 2017). In saturated
clays, there is mass transfer between free water and absorbed water under heating and
cooling (Ma and Hueckel 1993). Hence, the changes in the intrinsic structure and creep
rate upon heating and cooling appear to originate from the exchange of free and bonded
water within and between the stacks of clay platelets, or the change in the orientation of
the stacks.
The temperature of the clay surrounding a geothermal structure is not constant, it changes
periodically under the influence of the geothermal structure. Unlike the most type of the
cyclic loads that originate from nature and human activities, for example earthquakes (>
1 Hz), wind loads from wind-turbines and traffic loads (0.01 to 0.1 Hz ), the thermal cycles
caused by heat storage have relative low frequency (1×10−5 Hz if counted daily). Similarly
to the mechanical loading cycles caused by traffic (Hyodo et al. 1992; Kimoto et al. 2013;
Pasten, Shin, et al. 2013), thermal cycles may lead to irreversible deformation. Depending
on the ambient environment and the energy demand of the geothermal structure, the heat
extraction and storage is a daily, monthly or yearly process. The monthly average value
of ambient temperature (solid line in Fig. 2.9) changes annually, the temperature in the
shallow surface (red dashed line in Fig. 2.9) changes daily depending on the temperature
of the specific day, and the temperature deep in the ground (blue dashed line in Fig. 2.9)
varies only according to the demands of the geothermal structure. Therefore, the clay
surrounding the geothermal structures is exposed to numerous thermal cycles during the
life-time of the geothermal system (as plotted in the Fig. 2.9), even though the frequency
of the thermal cycles is relatively low. As mentioned, an increase in temperature can
lead to irreversible deformation in the clay which cannot be recovered by cooling (Baldi
et al. 1988; Burghignoli et al. 1992; Demars and Charles 1982; Di Donna and Laloui
2015; Eslami et al. 2017), especially normally consolidated sensitive clays. In this way,
irreversible strain accumulates after the thermal cycles, which is unfavourable for the
















Temperature in deep ground
Temperature in shallow surface
Winter
Figure 2.9: Temperature in the clay close to geothermal structures.
2.3 Numerical Modelling
2.3.1 THM multi-physics modelling
Multi-physics simulations is one of the most useful methods to utilise the temperature-
dependent constitutive models in the application of geothermal structures. This is called
thermo-hydro-mechanical (THM) modelling. Various simulations have been carried out
to study the energy efficiency of geothermal system and the mechanical performance
of the geothermal structures (Dupray et al. 2014; Franc¸ois, Laloui, and Laurent 2009;
Gashti et al. 2014; Gens, Vaunat, et al. 2007; Jeong et al. 2014; Laloui, Nuth, et al. 2006;
McCartney and Rosenberg 2011; Salciarini et al. 2017; Suryatriyastuti et al. 2014).
There are three physicsical processes that occur in the clays subjected to temperature
changes: heat transfer, water flow and deformation, which requires energy balance, mass
balance and equilibrium, respectively. For the simulations of the energy balance, thermal
properties, such as the thermal conductivity and the heat capacity, need to be acquired.
When clay is considered as a continuous porous medium under heat transfer in the
numerical simulations, the macro-level thermal properties such as thermal conductivity
λT and specific heat capacity Cv of saturated soil depend on the fraction of soil particles
and pore fluid (usually water), which change under temperature fluctuation.
Thermal conductivity λT is the rate at which heat passes through a specific material.
It is expressed as the amount of heat ∆Q(J) that flows per unit time ∆t(s) through a unit














Figure 2.10: The physical interpretation of Ω and thermal anisotropy (Abuel-Naga,
Bergado, and Bouazza 2008).
If considered as a continuous thermal medium, the thermal conductivity of soil is also
related to other soil characteristics, such as mineralogical composition, dry density, porosity,
the type of pore fluid, the degree of the saturation, water content, temperature and the
geometrical arrangement of the soil particles ((Abuel-Naga, Bergado, and Bouazza 2008;
Dao et al. 2014)). Thermal conductivity of typical soil particles varies from approximately
1.0 to 9.0 (W·m−1K−1), depending on mineralogy, whereas the values for water and air
are 0.586 and 0.0257 (W·m−1K−1) at 20◦C, respectively. Depending on the arrangement
or orientation of the natural clay platelets or stacks compared to the heat flow in Fig. 2.10,
the thermal conductivity can be calculated using the following equation (Abuel-Naga,






+ Ω[(1− n)λTs + nλTf ] (2.4)
where Ω is the parameter to describe relation between the orientation of the particles and
the direction of the heat flow, as can be seen in Fig. 2.10, n is the porosity, λTf and λTs
are the thermal conductivities for pore fluid and soil particles, respectively. Because of
the disturbance caused by the construction of the geothermal structure, for example the
installation of the geothermal piles, the arrangement of the soil particles around pile will
most likely be different from undisturbed nature clay. In such a case, the anisotropy of
the thermal conductivity should also be considered when using an anisotropic soil model.
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Specific heat capacity Cp is defined as the number of heat units ∆Q (J) needed to







where Cp is the specific heat capacity per unit mass, and Cv is the specific heat capacity
per unit volume. Similarly to the thermal conductivity, the heat capacity also depends
both on the type of soil particles and the pore fluid, as well as the fraction between
them. The volumetric thermal capacity Cv for a soil can be calculated by adding the heat
capacities of various components, as expressed by Eq.(2.6), where Vs, Vw, Va stands for
the volume of solid, water and air, respectively. Cv;s, Cv;w, Cv;a represents volumetric
heat capacity of solid, water and air, respectively.
Cv =
VsCv;s + VwCv;w + VaCv;a
Vs + Vw + Va
(2.6)
For saturated soil, the thermal capacity and the thermal conductivity can be very
different because of the differences in void ratio (Eq.(2.4) and Eq.(2.6)). This is most
important for sensitive clay due to the large changes in void ratio. Typical thermal
properties for water, soil particles and clay at 20◦C are listed in Table. 2.5 (Tarnawski and
Wagner 1991). temperature-dependent constitutive models can be verified by comparing
Table 2.5: Thermal properties for soil at 20◦C (Tarnawski and Wagner 1991).
Properties Density ρ Conductivity λT Capacity Cp
Unit kg/m3 W/(m ·K) J/(kg ·K)
Mineral Particles 2350 to 2970 3 1.8-3×103
Water 1000 0.57 4.182×103
Clay 1600 1.2 2.1-3.5 ×103
the numerical simulations with laboratory results (Hong et al. 2013; Laloui and Cekerevac
2008b; Modaressi and Laloui 1997; Savvidou and Britto 1995). Numerical simulations can
also help to evaluate the capability of the constitutive model and the efficiency of the whole
geo-thermal energy system at boundary value level. However, the numerical simulation
that have been carried out until now focus more on the pile or energy performance of
geothermal structures, for example boreholes (Franc¸ois, Laloui, and Laurent 2009), piles
(Gashti et al. 2014; Gens, Vaunat, et al. 2007; Jeong et al. 2014; Pasten and Santamarina
2014; Vieira and Maranha 2016) or pile groups (Di Donna, Loria, et al. 2016; Jeong et al.
2014). Different finite element software are used for the multi-physics simulations, for
example COMSOL (Gashti et al. 2014; Jeong et al. 2014), FLAC3D (Suryatriyastuti et al.
2014) and Lagamine (Dupray et al. 2014). In all multi-physics modelling, the macroscopic
equilibrium need to be satisfied. In a THM model, three equilibrium equations need to
be satisfied: for water flow (Eq. 2.7), heat flow (Eq. 2.9) and stress field (Eq. 2.11). The
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mass conservation equation for a saturated material can be written as:
∂(εvρw)
∂t
+∇(ρwu) = 0 (2.7)
where εv is the volumetric strain which includes the deformation of the soil skeleton and














where K is the intrinsic permeability, µ is the dynamic viscosity of water and u is the




+ ρwCp;wu · ∇T +∇ · q = 0 (2.9)
where Cp is the specific heat capacity of the clay, which can be obtained using Eq. 2.6, ρ
is the density of the saturated clay, T is the temperature, u is the water flow in the clay
(Eq. 2.8), and q is the heat flow (conduction) in the clay, which is written as:
q = λT∇T (2.10)
where λT is the thermal conductivity which can be calculated via Eq. 2.4. In the end,
the mechanical balance Eq. 2.11 can be written as:
∇ · σ + fv = 0 (2.11)
where fv is the body force per unit mass, σ represents the stresses, which include excess
pore pressures. Thus, heat convection and conduction and storage is connected to the
water flow and excess pore pressures. The pore pressures caused by the temperature
change are accounted in the stress field in the clay.
2.3.2 Temperature-dependent constitutive models
The abundance of thermally-controlled laboratory and field tests performed have led
to temperature-dependent constitutive models, e.g. (Abuel-Naga, Bergado, Bouazza,
and Ramana 2007; Coccia and McCartney 2016b; Collins and Kelly 2002; Cui et al.
2000; Hueckel and Baldi 1990; Laloui and Cekerevac 2008a; Zhou and Ng 2015; Zymnis
et al. 2018). Most of these tests and the resulting constitutive models focus on rate-
independent stress-strain response of clays, often for large temperature amplitudes that
are representative of nuclear waste barriers. A constitutive model for soil is needed
for predicting the behaviour of clays under complex boundary conditions (including
water, temperature and mechanical boundaries). Therefore, the temperature-dependent
constitutive models for clays are proposed to describe the development of (elastic, plastic,
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viscoplastic) strains under the change of temperature, by modifying the temperature-
invariant elasto-plastic or viscoplastic models (Hong et al. 2013). To take into account
the effect of temperature based on the temperature-invariant constitutive model, a new
variable T is included in the formulation by making the mechanical properties or state
variables temperature-dependent.
Similarly to the traditional constitutive models, the total strain in temperature-dependent
constitutive models is composed of two parts: the elastic part which is reversible during
unloading (mechanical loading and thermal loading), and a plastic part which is irreversible.
Both elastic and plastic strains can be divided by the strain caused by either the thermal











T ij + ε˙
ir
T ij (2.12)
where ε˙ij represent strain increment. Subscriptis T and M denote changes in temperature
and mechanical load, respectively. Subscripts i and j = 1, 2, 3 are strain components in
different directions. Superscripts e and ir stands for elastic and irreversible, respectively.
Thermally induced stresses (excess and negative pore pressures) and external stresses
can together be called as thermo-mechanical loads. It is difficult to eliminate the change
of pore pressure in clays upon temperature fluctuations, because of the low hydraulic
conductivity. The expansion and the reorganization of soil structure caused solely by
thermal loads can be classified as temperature-induced strain. These two components
(thermal and mechanical strains), however, are difficult to separate.
Reversible strains are recoverable after withdrawing the applied mechanical or thermal
loads. The expansion or contraction of soil particles under drained condition are assumed
to be reversible as expressed in Eq.(2.13),
ε˙eT ij = αT T˙ (2.13)
where α is the thermal expansion coefficient of the clay that depends on the mineralogy
and the dot represents an increment of the variable. If effective stress level is changed
due to thermal loading, Eq.(2.14) need to be used to calculate the mechanical strain
increment, where sij is the deviatoric stress and I1 is the first stress invariant in principal








Most of temperature-dependent models for clays are developed based on elasto-plastic
models by modifying the yield surfaces and the hardening law. There are less proposal for
rate-dependent models than for rate-independent models. Therefore, we mainly discuss
temperature-dependent elasto-plastic constitutive models here.
Yield surface In elasto-plastic models, irreversible strain develops when stress level
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exceeds a threshold value, and the threshold values altogether are represented by a yield
surface (called reference surface or Normal Compression surface in viscoplastic models) .
Irreversible strains contribute to the hardening, i.e., the expansion or movement of
the yield surface (or reference surface in viscoplastic models). In temperature-dependent
model, the shape and size of the yield surface depends on the mechanical load, the strain
history and the temperature condition as written in Eq.(2.15).
f = f(p′, q, εir, T ) = 0 (2.15)
where p′ is the mean effective stress, q is the deviator stress and ε represents the strain
history and T is temperature. In the elasto-plastic model, to satisfy the consistency













q˙ = 0 (2.16)
If no excess or negative pore pressures are generated under thermal loading, effective






T˙ = 0 (2.17)
The flow rule prescribes the magnitude and direction of the irreversible strain increment





where g is the potential surface. The plastic potential g can be defined separately
(Robinet et al. 1996), or for simplicity it can be the same as the yield surface f . In most
temperature-dependent models, an associated flow rule has been adopted (g = f).
The hardening law, which is describes the change in the size of the yield surface due to
the irreversible strains, differs according to how researchers describe the evolution of the
yield surface upon the development of strain. In most temperature-dependent constitutive
models, the apparent preconsolidation pressure is modified from only irreversible strain-
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Some of the examples for the yield surfaces and the hardening laws of thermo-plastic


















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Because of the contradictory findings on the thermal dependency of soil parameters, sys-
tematic laboratory tests are needed to fully understand the thermo-mechanical response of
soft sensitive clay. Based on the thermal properties of the soil and the basic understanding
on the thermal response of soil, temperature-controlled laboratory test need to be designed
and carried out. The response of the tested soil needs to be observed during both thermal
and mechanical loading processes to obtain the temperature-dependent mechanical prop-
erties. To assess the long-term stability during the lifetime for the geothermal structures
and sustainable utilization, in particular more laboratory tests on the creep behaviour
of clays under static and cyclic thermal loading are needed. For sensitive soft clays in
Canada and Scandinavia, the long-term behavior is important, especially for shallow
geothermal systems.
In Sweden, most clays are either normally consolidated or slightly overconsolidated. The
problems with creep are expected to be largest for these types of clays. In applications
involving heat extraction and injection or storage in Nordic countries, the operating
temperatures usually range from 0 to 30 ◦C. A systematic experimental evaluation of
the long-term response of natural sensitive clays under slowly varying temperature in
this range is needed. Furthermore, the impact of the initial structure of the clay on the
material response needs to be quantified, as this potentially is affected the most. Thus,
temperature-controlled laboratory tests also need to be carried out on reconstituted clays
as a reference. In order to understand the results, the testing needs to be fully integrated
with THM modelling, coupling heat, water flow and soil deformation.
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3 Experimental and numerical methodology
This Chapter introduces a test setup to study the effects of combined thermal and
mechanical loading history on the behaviour of natural sensitive clays in one-dimensional
compression. After the introduction of design, realisation and calibration of the test setup,
numerical methods for detailed analyses of the results will be discussed. Furthermore, the
material tested will be extensively characterised for its mechanical and thermal properties.
3.1 Temperature-controlled oedometer test setup
Series of temperature-controlled oedometer tests are performed, in order to study the
rate-dependency in natural clays under varying temperatures. This enables cost-effective
testing for a large number of mechanical and thermal loading scenarios. Two types of
thermal loading is investigated. For the first series, the rate-dependency (creep) is studied
without generating excess pore pressures (slow cooling and heating). The second series
(fast cooling and heating), on the other hand, studies the combined effect of generation
and dissipation of excess pore pressures (thermal consolidation) and creep effects. For the
slow thermal tests, the ambient temperature of the climate room is used to control the
temperature. In the fast tests an additional water bath, water circulation system and
regulated heat source are used. All the tests were conducted at the climatised geotechnical
laboratory facilities of Chalmers University of Technology.
A sketch of the oedometer setup is presented in Fig. 3.1. The temperatures are measured
locally by watertight thermo-couples from Roth+Co inserted in the water bath surrounding
the oedometer rings (indicated as ’Water’ in Fig. 3.1). These industrial sensors have a
measurement accuracy of ±0.3 ◦C. Five target temperatures were selected: 5 ◦C, 10 ◦C,
15 ◦C, 20 ◦C and 25 ◦C. There are minor differences between the target temperatures
and the measured temperature in the oedometer cell due to a temperature gradient in
the climate room.
A displacement transducer (Novotechnik Position Transducer TR-0010), a linear po-
tentiometer with a full range of 10 mm, is placed on top of the filter stones for each
sample. After calibration, the sensors have a repeatability of ±0.002 mm, resulting in
the corresponding accuracy in void ratio of 0.0003, anticipating the initial height of the
sample as 18 mm and an initial void ratio of 2.
For oedometer tests with a closed bottom boundary, water pressures are measured with
pressure sensors. NeMESYS pressure sensors with an acquisition precision of ±0.5 kPa
are used for the pore pressure measurements due to the ease of de-airing, their stability
and the fast measurement response.




Figure 3.1: Boundary conditions in an oedometer test.
a MATEST 8 channels Cyber-Plus Evolution data logger. This system has a theoretical
resolution of 24 bits, in practice 22 bits. The latter proves not to be a limitation to the
acquisition of the test data reported here.
Two main methods are considered for heating the sample. In the first method, several
cells are heated simultaneously by controlling the temperature of the climate room. In
the second method, the samples are heated using an extra heater with PID (Propor-
tional–Integral–Derivative) controlled water circulation system. The range in temperature
change for these two methods is investigated in Fig. 3.2. The R in both Figures repre-
sents the heating rate (◦C/hour). The heating and cooling rate achieved for the room
temperature control is much smaller than the water circulation system. With the help of



















































(a) Controlling temperature with the climate room.(b) Controlling temperature with water circulation
system.
Figure 3.2: Temperature change with the different methods.
Depending on the heating or cooling rate, and the hydraulic conductivity of the clay, the
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magnitude of the excess pore pressures generated during temperature change vary, see
Fig. 3.3 for trial oedometer tests, in which the water pressures are measured on the closed
bottom boundary. The effective stress changes due to these excess pore pressures reach up
to 20% of the initial vertical effective stress for the highest heating rate. Similar behaviour
is observed during cooling (Fig. 3.3(b)). As a result, both the stress and the strain history
is affected by temperature. For the current study on the effect of temperature on creep
in sensitive clays, with low hydraulic conductivity (10−9 to 10−10 m/s), the rate should
be sufficiently low to prevent the generation of excess pore pressures, as shown in Fig.
3.4 with constant hydraulic conductivity of 5×10−10 m/s. The simulations done with
COMSOL Multi-physics assume the clay to be elastic, Young’s modulus E = 500kPa,
Poisson’s ratio ν = 0.25. The magnitude of the pore pressures generated differ when
heating the clay sample for one hour with different heating rates ranging from 1 ◦C/hour
to 10 ◦C/hour as in Fig. 3.4.
(a) Fast heating (b) Fast cooling



























from 1 oC/hour to 
10 oC/hour
Figure 3.4: Simulated pore pressures generated under different heating rates.
The difference in the temperature response, the magnitude and the phase between the
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ambient temperature of the air controlled by the room and the sample should be minimised.
The entire oedometer test set-up is simulated with COMSOL using a coupled analysis as
shown in Fig. 3.5(a) to study the potential delay, and the temperature gradient in the
sample. The change in the ambient temperature is applied on the outside plastic wall of
the water bath of the oedometer cell. The analyses show that with a heating rate of 6
◦C/hour, the temperature difference between the plastic wall, water bath, brass ring and
the sample is acceptably small as plotted in Fig. 3.5(b).
Tabelle 1: Basic parameters for oedometer cell
Density Young’s modulus Thermal conductivity Heat capacity Expansion coefficient
Component kg/m3 MPa W/(m·K) J/(kg·K) ◦C−1
Filter stone 2300 5× 104 1.7 800 1.2× 10−5
Brass 8500 1.2× 105 109 380 1.87× 10−5
Plastic wall 1300 1.4× 103 0.50 167 8× 10−5
Saturated sample 1800 10 1.2 800 1.2× 10−5
Water 1000 2.2× 103 0.563 4200 3.5× 10−5
Abbildung 2: Temperature change rate in temperature room
Abbildung 3: Temperature distribution inside oedometer cell af-
ter 3 hours of heating
sample: this is due to the difference between the ther-
mal properties of cell components, as shown in Fig. 3.
In this system, temperature in soil sample changes fa-
ster than the water in the bath as shown in Fig. 4. Ac-
cording to Fig. 2, even if the room temperature chan-
ges at the highest rate, the heating and cooling rate of
soil sample will not exceed the maximum heating and
cooling rate 7◦C/h.
3.2 Heating with water tank
A safe heating-rate range that would not change the
stress history is required for the investigation of pu-
re creep for the studied soft clay. On the other hand,
to capture the excess pore pressures generated by
the heating, a circulation system with water tank and
pump is used to change the temperature with a faster
rate, as illustrated in Fig. 5. This system can control
Abbildung 4: Temperature transfer inside the cell.
Abbildung 5: Sketch of flow configuration
temperature change with higher rates than room hea-
ting system. In the pumping system, temperature of
water is controlled in storage tank and circulated by a
pump which can transport water with a maximum rate
of 0.4 m3/h.
3.3 Accuracy and error
Due to the temperature fluctuation, the oedometer
components such as the ring, the filter stone, the bot-
tom plate and the loading cap would be influenced
by the temperature. Therefore, the deformation of soil
sample cannot be only evaluated by measuring the
displacements at the loading cap. Tests without sam-
ple using the pumping system as shown in Fig. 5, and
a calculation should be done before the real tests to
evaluate and calibrate the influence of temperature on
each part of the oedometer test.
(a) Simulation in COMCOL
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components such as the ring, the filter stone, the bot-
tom plate and the loading cap would be influenced
by the temperature. Therefore, the deformation of soil
sample cannot be only evaluated by measuring the
displacements at the loading cap. Tests without sam-
ple using the pumping system as shown in Fig. 5, and
a calculation should be done before the real tests to
evaluate and calibrate the influence of temperature on
each part of the oedometer test.
(b) Temp ratur in test s tup
Figure 3.5: Temperature gradient within the oedometer est setup for slow heating.
3.1.1 Slow thermal loading system
For slow thermal loading, the temperature conditions for a large number of test speci-
mens should be maintained in such a state that no excess pore pressures are generated.
Consequently, to prevent thermal consolidation, the heating and cooling rates should
be sufficiently low, so that the generation of excess pore pressures as shown in Fig. 3.3
can be avoided. As a result, controlli g the room temperature is the most attractive
method. All the 15 oedometer test cells are laced in the climat room as illustrated in
Fig. 3.6. Cells 1, 2 and 3 are equipped with a water circulation system for fast applicati n
of thermal cycles in the seco d test series. Cells 4 to 15 are used for oedometer tests
with slow heating and cooling ramps, of these Cells 5, 8, 11 and 14 are equipped with
temperature transducers in the water bath.
Temperature
The whole loading system (sensors, loading frame, pistons, filter stones) will respond to
temperature. These temperature effects are compensated for in the subsequent analyses
using additional temperature measurements obtained for Cells 5, 8, 11 and 14 in the
climate room (Fig. 3.6). The change of temperature in the water bath of the oedometer
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Figure 3.6: Oedometer test layout.
tests for initial slow cooling and heating tests is plotted in Fig. 3.7. The results indicate
that the temperature is controlled within 0.3 ◦C, which falls within the precision of the
temperature sensors, with a 2 hour period that corresponds to the temperature regulation
system of the room, as shown in Fig. 3.7. A steady state temperature is reached after
a period of 2 to 3 hours. After this period, the temperature is stable, with less than
0.5◦C change over a 2 hours period (within the accuracy of the transducer), the remaining
differences between the test cells correspond to a temperature gradient in the climate
room itself.




























(a) Temperature in cooling (b) Temperature in heating
Figure 3.7: Temperature evolution during cooling and heating.
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3.1.2 Fast thermal loading system
Fast thermal cycles are required in order to study the creep behaviour of soft clay under
cyclic thermal loading with varying loading periods. The latter also allows to further
study the thermal consolidation process, and its effect on the rate-dependency. In the
fast heating/cooling tests, an external heating source is used to heat up the water in the
water tank as shown in Fig. 3.8. The oedometer cells for fast heating are Cell 1, 2 and 3
in Fig. 3.6.
(a) Sketch of the fast heating system.
(b) Fast heating system with water circulation system.
Figure 3.8: Fast thermal loading system.
Cells 1, 2 & 3 were instrumented to measure the axial displacements and the pore pressures
generated during heating and cooling. The bottom boundary is closed for drainage, as
shown in Figs. 3.9(a) and 3.9(b) to facilitate the measurement of pore pressures with
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an externally placed sensor(Fig. 3.9(c)). The temperature regulation in the water tank
is realised using a simple heating element and a separate thermocouple. The element
is switched on and off using a TTL signal from the data acquisition board (National
Instruments USB-6001). The control software implements a PID loop implemented in
Labview, i.e. when the measured temperature in the water bath is higher than the set
point, the power of the heater is switched off, and vice versa. Fig. 3.10 shows the Labview
implementation.
(a) (b) (c)
Figure 3.9: Fast thermal loading system with pore pressure measurements.
3.1.3 Calibration and verification
Even after careful selection of the materials and parts, all the mechanical components
in the oedometer system, including loading frames, displacement sensors, pistons and
filter stones, will deform upon temperature change. These thermal strains may affect the
measurements and possibly create an additional load on the sample. The diameter of
the brass oedometer ring will change with temperature. Equation 3.1, which is valid for
constant volume deformations, is used to assess the effects of the temperature change in
the ring on the change in measured axial displacements. The initial diameter D0 of the
brass ring confining the sample will change to the new diameter D′, i.e. D0 increases upon
heating and D0 decreases when cooled. Subsequently, the initial height of the sample h0









The system is more complex than just the oedometer ring, hence the complete test system
is calibrated by conducting a dummy thermal oedometer test without samples. The brass
rings are chosen as a trade-off between their thermal stability, low thermal expansion
coefficient, reasonably low wall friction, corrosion resistance and costs. The sensitivity
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(a) Labview block diagram
(b) Labview front panel
Figure 3.10: Temperature regulation controlled by Labview.
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of the oedometer cells for temperature change is calibrated by measuring the combined
effect using the measured vertical displacement as a proxy. This proved a more attainable
method than measuring the change in size of the brass ring, which in the current design
is constrained by other components of the oedometer cell. Furthermore, the temperature
sensitivity of the sensor itself is directly incorporated in the calibration.
To account for the cell to cell variation seen in Fig. 3.11, all the cells are calibrated
individually, as shown in Fig. 3.12 for the selected cells. The measured displacement
after the stabilisation of the room temperature (around 4 hours) is shown in Fig. 3.11.
The average displacement of the oedometer test system, as monitored by the vertical
displacement transducer equates to ±0.0008 mm/◦C in a range of 5 ◦C. This increases to
±0.016 mm for the full temperature range of interest (20 ◦C). These readings arguably are
close to the linearity of the displacement transducer of ±0.0075 mm. For an initial height
of the test samples of 18 mm the change in void ratio caused by the thermal expansion
of all elements in the system and the temperature-dependence of the sensor falls below
0.0007 and 0.003 for a temperature change of 5 ◦C and 20 ◦C (full range), respectively.
This is rather insignificant (less than 5% for the extreme case) compared to the measured
change in void ratio caused by the thermal and mechanical loading of intact samples.
More calibration results are given in Appendix A. The calibration data is subsequently
used to correct the measurements for the final test programme on the clay samples.




























Figure 3.11: Displacement of the test cells.
Given the monitoring of the temperature-dependent creep is the main objective, pore
pressures generated from thermal consolidation also can lead to additional undesired
displacements in the clay samples during cooling and heating. These are additional effects
to the measurement error discussed above. Therefore, a series of trial tests have been
performed. The results of these trial tests are plotted in Fig. 3.13 for the excess pore
pressures during a temperature decrement of 5◦C, whereas Fig. 3.14 shows the excess
pore pressure increment during a conventional mechanical loading increment prior to the
the temperature decrement. The temperature decrement (25◦C to 20◦C), for which the
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y = 0.00062*x − 0.015
(a) Cell 4





















y = 0.00081*x − 0.015
(b) Cell 11
Figure 3.12: Sensitivity of the oedometer cells to the temperature change.
measured pore pressures are shown in Fig. 3.13(a), follows the mechanical loading step
shown in Fig. 3.14(a) for Cell 1 (65 to 100 kPa) that has an intact sample from 6 meters
depth and Cell 3 (100 to 150 kPa) with a sample from 9 meters depth. The pore pressures
measured during the following temperature decrement (Fig. 3.13(b)) again is preceded
with a mechanical loading step Fig. 3.14(b).
The excess pore pressures measured on the bottom of the clay samples under slow thermal
loading (less than 3◦C/hour) fall within the accuracy of the pore pressure sensor ±0.5 kPa
for all data presented. This equates to ≈ 1% of the effective stress and, therefore, is unlikely
to trigger additional displacements in the samples, especially for stress states below the
apparent preconsolidation pressure. Furthermore, the sensitivity of the measurement
system to detect changes in pore pressures is very good, considering that almost 90% of
the mechanical load increment is recovered in the reading of the excess pore pressures
(Figs. 3.14(a) & 3.14(b) ).
After correction of the calibration data, the accuracy and repeatability of the system
is considered sufficient to capture the changes in the creep rate as function of modest
temperature change. Especially for the most critical load step, when the applied vertical
stress passes the apparent preconsolidation pressure, the accuracy in the measured
displacements of ±0.002 mm and the absence of pore pressures during thermal heating at
less than 3◦C/hour fulfills all the requirements.
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(a) Temperature decrement after first load step.






















(b) Temperature decrement after second load step.
Figure 3.13: Pore pressure evolution during temperature change.






















Cell1 65 to 100kPa
Cell3 100 to 150kPa
(a) First load step.





















Cell1 100 to 150kPa
Cell3 150 to 225kPa
(b) Second load step.
Figure 3.14: Pore pressure evolution under mechanical loading.
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3.2 Material: Natural sensitive clay in Gothenburg
area
3.2.1 Physical and mechanical properties of the clay
The tested natural sensitive clays are sampled from a test site for energy piles (Bergstro¨m
2017) in the Utby area of Gothenburg (Fig. 3.15). A rather homogeneous clay deposit is
found from 6 to 10 meters depth. The clay consists of mainly non-expanding minerals,
such as illite, chlorite, quartz, feldspar and calcite. The remaining minerals are micas,
kaolinite, chlorite, heavy minerals and carbonates (Andersson-Sko¨ld et al. 2005).
Clay samples from 6 m and 9 m depth were chosen for further testing. Although the
samples have been selected with utmost care, still small variations remain, as the intact
natural clay samples may contain small crushed shells or coarse grains. Remoulded
samples are recreated from the intact sample material by reconstitution without adding
water, and then re-consolidating to a similar in-situ stress levels as the intact samples.
The basic properties for these two depths are summarised in Table. 3.1.

















6 intact 1.977 1586 71.11 45 55
9 intact 2.142 1564 77.04 60 70
6 remoulded 1.497 1666 52.2 45 45
9 remoulded 1.392 1713 49.7 60 60
A wide range of laboratory tests that include incremental loading oedometer, CRS and
triaxial tests on high quality block samples and tube samples at a reference temperature of
7 ◦C were performed to obtain the hydromechanical properties of the deposit (Karlsson et
al. 2016). Additional 1D incremental loading oedometer tests at the reference temperature
of 7 ◦C are performed on 50 mm diameter STII piston samples to complement the existing
data and validate the new test setup. Both remoulded and intact samples from 6 meters
and 9 meters depth, as listed in Table 3.1, are tested. The measured compression curves
for all the reference tests are plotted in Fig. 3.16. The complete data set will subsequently
be used for the calibration of the parameters for the constitutive model.
3.2.2 Thermal properties of Utby clay
In addition to the basic hydro-mechanical properties of the clay, additional thermal
properties need to be measured experimentally. These are the thermal conductivity λT
45
Figure 3.15: Utby test site located Northeast of Gothenburg from SGU Kartvisare.
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Intact Utby clay, depth=9m
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(d) Remoulded 9 m
Figure 3.16: Oedometer tests under a reference temperature of 7◦C.
46
and the specific heat capacity Cv. Measurements of these properties are conducted before
and after a test on intact samples, as well as an additional set is obtained for the remoulded
samples. The thermal properties of the selected clay samples from both depths have been
measured directly using a thermal needle probe, KD2 Pro Thermal Property Analyser.
When using this device, however, heat is generated during the measuring process around
the probe. Therefore, the thermal properties are only measured before the test on a
discardable sample or after the test to prevent disturbance of the intact oedometer samples.
Furthermore, the size of the probe (10 cm in length) prevents continuous monitoring of
the thermal properties during the tests. The measured and estimated (using Eq. 2.4)
basic thermal properties of the Utby clay samples are listed in Table. 3.2.
Table 3.2: Measured and (estimated) physical and thermal properties of Utby clay.
Sample
Void ratio Total density Heat conductivity Specific heat capacity
e0 [-] ρ [kg/m
3] λT [W/(m·K)] Cp [J/(m3·K)]
Intact 21◦C 6 m 1.98 1586.08 1.125 (1.015) 3627 (3449)
Remoulded 21 ◦C 6 m 1.49 1666.53 1.178 (1.159) 3324 (3207)
Remoulded 6◦C 6 m 1.39 1713.36 1.166 (1.188) 3230 (3269)
The intact samples have a higher void ratio (water content), hence lower heat conductivity
and higher specific heat capacity, than the remoulded samples. In the estimation of
thermal conductivity and heat capacity using Eq. 2.4 and 2.6, Ω is assumed to be 0.4 and
the porosity n is derived from the measured void ratio of the clay samples. Furthermore,
the thermal conductivity and the heat capacity for clay particles are assumed to be
3 W/(m·K) and 2000 J/(m3·K), respectively. The estimated thermal properties are
presented in brackets in Table 3.2. The measured thermal properties vary less in-between
samples than the estimated thermal properties.
3.3 Multi-physics modelling in COMSOL
A multi-physics framework is adopted to simulate the laboratory tests in order to evaluate
the capability of a thermally invariant constitutive model in capturing the clay behaviour
(especially creep) under different combinations of thermal and mechanical loads. In
this framework, an anisotropic rate-dependent constitutive model for soft clays (Creep-
SCLAY1S) is coupled with water flow and heat transfer. The boundaries of the sample
are set according to the laboratory conditions as shown in Fig. 3.9(a) and Fig. 3.1. The
fluid inside and around the samples is assumed to be pure water, which is a conservative
estimate. This basic modelling approach is used to design the test setup and the test
programme and will further be evaluated after the experimental data is gathered. The
expectation is that the creep deformations under thermal loading are underestimated using
this modelling approach, and that the excess pore water pressures are not significantly
affected.
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In addition to the pore pressure changes caused by the volumetric strain in the clay,
positive and negative excess pore pressures can be generated in the model during the
heating and cooling process, due to the constrained expansion and/or contraction (εv in
Eq. 2.13) resulting from the differences in thermal expansion of the water and the clay
skeleton as discussed in Chapter 2.
Given the complex coupled processes in the temperature-controlled oedometer tests
involving several materials (clay sample with water in the pores, contained in a brass
ring and loaded with a brass cap with a porous stone), as shown in Fig. 3.1, the current
analyses are performed on boundary value level with focus on the clay samples. This
enables the application of the thermal boundaries conditions with ease, as the material
surrounding the sample (brass and filter stone) react faster than the clay samples to the
change of temperature.
An axisymmetric model with 74 high order triangular elements with an average size of
5 mm has been created using COMSOL Multiphysics (Fig. 3.1). The sample is 18 mm
in height with a radius of 25 mm, with top and bottom drainage. The side boundaries
restrict horizontal displacements, whilst at the bottom the vertical displacements are
fixed.
In order to realise the multi-physics simulations, a representative constitutive model is
needed. The Creep-SCLAY1S model is used to simulate the rate-dependent behaviour of
the soft sensitive clay considered here. The model includes features such as volumetric
hardening, creep, evolution of anisotropy and degradation of natural bonding (Gras et al.
2017; Gras et al. 2018). Here the COMSOL implementation strategy of Olsson 2013 is
used by writing the differential equations of the constitutive model in an user-defined
model.
The effective stress a clay sample is subjected to is expressed by Eq. 3.2, where σ′ij is
the tensor form of the stress state, δij is the Kronecker delta, i, j = 1, 2, 3 and the mean





σ′ = σ′ij =







The strain increment corresponding to a stress increment can be expressed by Eq. 3.3.
The volumetric and shear strain increment are ε˙v and ε˙d, respectively.
ε˙ = ε˙ij =
ε˙11 ε˙12 ε˙13ε˙21 ε˙22 ε˙23
ε˙31 ε˙32 ε˙33
 (3.3)







Following the approach for the Creep-SCLAY1S model, the elastic strain is decomposed
into elastic volumetric strain and shear strain, as a result the total elastic strain is
rewritten into Eq. 3.5 where G is the shear modulus and K the bulk modulus which is
stress dependent, K = p′/κ∗. Finally, p′ is the mean effective stress and deviatoric stress
is defined as sij = σ
′








Reference surface and flow rule
In the following, for the sake of simplification, invariants are used. Note that invariants
can only be used in triaxial stress space for vertical samples(Wheeler et al. 2003), as
generally the orientation of the principle stresses and fabric do not need to coincide.
The viscoplastic strain is obtained from the flow rule, the volumetric hardening laws and
the rotational hardening law defined in the constitutive model. An associated flow rule is
used, so that the viscoplastic strain increment ε˙vpij (or ε˙
ir
ij) can be calculated using Eq.
3.6, after the determination of the reference surface fref (also called Normal Compression
Surface) and the current stress surface. p′eq and p′eqref relate to the size of the current
loading surface and the reference surface (Gras et al. 2018; Grimstad 2009; Olsson 2013;
Sivasithamparam et al. 2015; Yin et al. 2011). The reference surface fref is similar to the
original S-CLAY1 model by Wheeler et al. 2003 (see Fig. 3.17), which takes both the









where Λ˙ is the viscoplastic multiplier, β is the visco-plastic exponent defined as β =
(λ∗i − κ∗)/µ∗i . λ∗i is as the slope of the intrinsic compression line λ∗i = ∆ε/∆ ln p′, and κ∗
is the slope of the swelling part of the curve. µ∗i = ∆ε/∆ ln t is the intrinsic creep index
obtained from the remoulded sample. The current stress state is expressed by point (p′, q)
in the p′ − q figure as illustrated in Fig. 3.17, where q = 2/3(sij · sij)1/2. The equivalent
stress p′eq for the current stress state of (p′, q) can be calculated using Eq. 3.7. Thus,
the reference surface or normal consolidation surface fref is a solid ellipse in Fig. 3.17,
see Eq. 3.8. In this Equation, the shape of the loading surface depends on the current
anisotropy α, which represents the inclination of the reference surface, and the model
parameter M which represents the inclination of the critical state and is Lode angle θ
dependent. The ratio between the current stress surface f and the reference surface fref
dictates the strain rate. The size of the reference surface p′eqref is related to the apparent
preconsolidation pressure of the soil.
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Figure 3.17: Stress state and reference surface.
p′eq = p′
(M2 − α2) + (q/p′ − α)2
M2 − α2 (3.7)
fref = p
′ (M
2 − α2) + (q/p′ − α)2
M2 − α2 − p
′eq
ref = 0 (3.8)
Anisotropy and rotation law
Assuming that the elastic strains are negligible compared to the viscoplastic strains,
volumetric visco-plastic strain εvpv ( Eq. 3.9) and deviatoric visco-plastic strain ε
vp
d ( Eq.




























M2 − η2 (3.11)
The evolution of α, the inclination of the reference surface, depends on the volumetric and
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deviatoric strain rates ε˙vpv and ε˙
vp
d , and is controlled by two additional model parameters ω















The initial inclination of the reference surface α0 is obtained assuming the K0 condition
of the clay: ε˙2 = ε˙3 = 0. ε˙v = ε˙1 + ε˙2 + ε˙3, ε˙d = 2/3 ∗ (ε˙1 − ε˙3). When assuming that the
elastic strains are negligible compared with the viscoplastic strains, Eq. 3.11 becomes Eq.













In one-dimensional compression, the stress ratio η = ηK0 = 3(1−K0)/(1 + 2K0). The
initial value for the inclination of the reference surface becomes Eq. 3.14 after combining
Eqs. 3.11 with Eq. 3.13, where Mc is the inclination of Critical State line in compression
tests.
αK0 =
3ηK0 −M2c + ηK0
3
(3.14)
If the clay sample is continuously loaded in under a K0 stress path, α = αK0 keeps
constant and α˙ = 0. Eq. 3.15 can be derived by combining Eqs. 3.12 & 3.11:
ωd =
3(4M2c − 4η2K0 − 3ηK0)
8(η2K0 + 2ηK0 −M2c )
(3.15)
Hardening and degradation of the bonds
The hardening law in Creep-SCLAY1S is temperature-independent. The change in the
apparent preconsolidation pressure increases as function of viscoplastic volumetric strain
as expressed in Eq. 3.16, where λ∗i and κ
∗ are the modified intrinsic compression index







For natural soft clays, initially a higher stiffness is observed which is associated to weak
bonding between the particles. These initial bonds are significant in sensitive soft clays
and degrade upon loading (Karstunen et al. 2005) with irrecoverable deformation. The
concept of an intrinsic reference surface (Gens and Nova 1993) is used to describe this
mechanism, the size of which is linked to the size the reference surface via structure
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parameter χ that describes the amount of bonding (Eq. 3.17):
p′eqref = (1 + χ)p
′eq
ic0 (3.17)
The evolution law for the amount of bonding χ is given by Eq. 3.18 and relates to the
developed (viscoplastic) strains:
χ˙ = −χξ (|ε˙vpv |+ ξdε˙vpd ) (3.18)
where χ is the current amount of bonding, ξ and ξd are the absolute rate of rotation and
relative rate of rotation, respectively. At large stress levels the natural bonding of the
clay is fully destroyed.
Using the data obtained from the high quality block samples, the initial amount of bonding
χ0 for the tested intact clay varies between 25 and 35 (Karlsson et al. 2016). In contrast,
in the current tests some sample disturbance from the STII piston sampler is present.
The reference oedometer tests (Fig. 3.16) under the constant temperature of 7 ◦C are
used to derive the destructuration parameters. Following Kutter and Sathialingam (1992),










where τ is the reference time which depends on the duration of the loading increments
used for defining the apparent preconsolidation pressure σ′pc. For the reference test in
this work τ is 1 day. By combining the viscoplastic volumetric strain rate obtained from





















Below a certain depth, the temperature in the clay deposit is independent of the ambient
air temperature, usually corresponding to the average air temperature, which is about
7.8◦C in the Gothenburg area. Previous reference tests were carried out in a temperature-
controlled laboratory at 7◦C. In this study, a temperature range from from 5 to 25 ◦C
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was selected to correspond to the temperature of interest for energy structures in Sweden.
3.4.1 Static heating and cooling oedometer tests
The tests in this work are planned assuming that the samples from a given depth can
be considered as identical. As opposed to the traditional oedometer test, where a single
sample is sequentially loaded with different loads, in this research multiple samples
are loaded simultaneously at different stress levels. The samples are fresh, i.e. tested
within two weeks after sampling, and rather impermeable, so re-saturation is not deemed
necessary. The water used around the sample is tap water to reduce the influence on pore
water chemistry.
A compression curve is constructed from six independent oedometer tests, each loaded
to a different stress state. This requires close to identical clay samples. The natural
clay samples from the same tube have slight variations in void ratio. The six oedometer
specimens are cut from the same piston sample, which is 50 mm in diameter and 150 mm
in height. The potential variation between the six oedometer samples is similar to the
variation within a triaxial sample. Hence, the differences are sufficiently small to consider
samples from the same depth as equal, i.e. all samples start from a comparable void ratio
after re-loading to the in-situ stress state.
With this premise, the test programme described in Table 3.3 is designed. Normally 24
hour load increments are deemed more than sufficient to study the creep rate. Given
the low hydraulic conductivity of the sensitive clays studied, for which the degree of
consolidation Uv reaches 90% after 13 hours in trial tests, the duration of each step is
increased to 48 hours to ensure pure creep after the mechanical and thermal loading
increments. This allows to study the creep of the sensitive clay samples under both
thermal and mechanical variations with sufficient accuracy.
A total of 12 oedometer cells are used in parallel, six for each depth. For each depth,
six stress levels are selected, representing three stress states below the apparent pre-















6. The last stress level is about three times the
apparent preconsolidation pressure σ′6 ≈ 3σ′pc, and consequently at this stress level the
natural structure of the clay would be expected to be destroyed to a large extent. The six
stress states for the samples from 6 m depth are: 12.5 kPa, 25 kPa, 40 kPa, 65 kPa 100
kPa and 150 kPa, and for 9 m depth these are: 12.5 kPa, 25 kPa, 60 kPa, 100 kPa, 150
kPa and 225 kPa. The temperatures T1 to T5 start from 25
◦C (5 ◦C) to 5 ◦C (25 ◦C)
with 5 ◦C cooling decrements (heating increments), respectively, as listed in Table 3.4. In
each step, the clay samples are allowed to deform for 48 hours, until the next mechanical
or thermal loading step is applied.
All samples are first loaded to the estimated in-situ vertical effective stress level σ′v0, as
reported in Table 3.1 under the temperature of T1, before starting the loading procedure
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(Table 3.3). Each step has six components as listed in Table 3.5. In Step 1, six samples
are loaded separately to six different stress levels from σ1 to σ6 which are specified as
S11, S12, S13, S14, S15 and S16 (Table 3.5). Subsequently, the vertical effective stress vs.
void ratio response in Fig. 3.18(a) under temperature of T1 can be plotted by combining
the results of the six individual tests. In Step 2, each sample is loaded to the next stress
level resulting in six additional points, S21, S22, S23, S24, S25 and S26, for an additional
compression curve shown in Fig. 3.18(b). These six stress states can be combined to
construct another compression curve, on the basis of the consistent e− log t curves for
each cell. After Step 2, the mechanical loads are maintained, and only the temperature is
changed from T1 to T2, which is Step 3. After 48 hours, each cell is loaded again to the
next stress level in Step 4.
In the following steps, each mechanical loading step is followed by a temperature change
or vice versa. Table 3.3 shows that after 10 steps for both heating and cooling tests,
five compression curves with five temperature levels for a tested depth can be plotted.
For each cell, a full loading path that consists of 10 steps (including both thermal and
mechanical loading) can be plotted, for example S11 to S101 for Cell 1 (Fig. 3.18(c)) and
S12 to S102 for Cell 2 (Fig. 3.18(d)). In addition, the steps S24, S43, S62, S81 can be used
to compare the void ratio change when samples are loaded from σ4 to σ5 under T1, T2, T3
and T4, respectively, as plotted in Fig. 3.18(e). The steps S34, S53, S72, S91 can be used
to compare the void ratio change when samples are subjected to the same load increment
σ′ = σ5, but are thermally loaded to different temperatures (T1 to T2, T2 to T3, T3 to T4
and T4 to T5) as plotted in Fig. 3.18(f).
Hence, by following this test programme, compression curves at different temperatures
can be obtained, together with temperature differentiated void ratio-time curves (e− log t)
which can be used to investigate the effect of temperature on creep rate. The data
evaluation is discussed in the following Section.
3.4.2 Oedometer tests with quasi-static thermal loading
In real geothermal systems, the energy in the clay is extracted (in winter) and stored (in
summer) seasonally. To study the impact of these systems on the surrounding clay for
the life-time of the geothermal structure, hundreds of thermal cycles are required. As
opposed to field tests, element level laboratory tests offer favourable scaling and control.
Tens of cycles can be realised within a few weeks, offering a 25-fold speed-up in test time
compared to the complementary field test (Bergstro¨m 2017). In addition, the field tests
are complicated by the non-constant temperature variations in the shallow subsurface
due to (daily and) yearly cycles, as shown in Fig. 3.19.
To study the clay behaviour during and after cyclic thermal loading, the temperature
itself needs to be regulated to correspond to a geothermal system, which in turn is affected
by the outside temperature variations. The average constant temperature of the clay at
depth is equal to the average yearly ambient air temperature.
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Table 3.3: Test procedure for oedometer cooling tests for the clay from one depth.
Step Temperature Time /h O1 O2 O3 O4 O5 O6
1 T1 48 σ1 σ2 σ3 σ4 σ5 σ6
2 T1 48 σ2 σ3 σ4 σ5 σ6 σ1
3 T2 48 σ2 σ3 σ4 σ5 σ6 σ1
4 T2 48 σ3 σ4 σ5 σ6 σ1 σ2
5 T3 48 σ3 σ4 σ5 σ6 σ1 σ2
6 T3 48 σ4 σ5 σ6 σ1 σ2 σ3
7 T4 48 σ4 σ5 σ6 σ1 σ2 σ3
8 T4 48 σ5 σ6 σ1 σ2 σ3 σ4
9 T5 48 σ5 σ6 σ1 σ2 σ3 σ4
10 T5 48 σ6 σ1 σ2 σ3 σ4 σ5
In total 20 days
Note: O1 represents the first oedometer cell, σ1 represents the first
vertical stress state and T1 is the first target temperature in the
test.
Table 3.4: Applied temperatures in heating and cooling tests.
Temperature T1 T2 T3 T4 T5
In cooling tests (◦C) 25 20 15 10 5
In heating tests (◦C) 5 10 15 20 25
Stress σ1 σ2 σ3 σ4 σ5 σ6
6 meters (kPa) 12.5 25 40 65 100 150
9 meters (kPa) 12.5 25 60 100 150 225
Cell number O1 O2 O3 O4 O5 O6
6 meters (◦C) Cell 04 Cell 05 Cell 06 Cell 07 Cell 08 Cell 09
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T1 to T2, S34
T2 to T3, S53
T3 to T4, S72
T4 to T5, S91
(f) Thermal loading
Figure 3.18: Test analyses for for slow heating and cooling tests.
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Table 3.5: Plan for data analysis after a group of tests.
Step Temperature Time/h O1 O2 O3 O4 O5 O6
1 T1 48 S11 S12 S13 S14 S15 S16
2 T1 48 S21 S22 S23 S24 S25 S26
3 T2 48 S31 S32 S33 S34 S35 S36
4 T2 48 S41 S42 S43 S44 S45 S46
5 T3 48 S51 S52 S53 S54 S55 S56
6 T3 48 S61 S62 S63 S64 S65 S66
7 T4 48 S71 S72 S73 S74 S75 S76
8 T4 48 S81 S82 S83 S84 S85 S86
9 T5 48 S91 S92 S93 S94 S95 S96
10 T5 48 S101 S102 S103 S104 S105 S106
In total 20 days
Note: S11 is the first step for the first oedometer cell
Figure 3.19: Average temperature for each month in a year in Gothenburg area
(www.worldweatheronline.com).
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The temperature in Fig. 3.19 is represented by a sinusoidal function Eq.(3.22) with a
scaled time-period, where tp is the period for one full cycle in hours, A is the amplitude
of the periodic temperature, t is time in seconds, ω0 is the initial phase that depends on
the starting point of the simulation, and Tavg is the average annual temperature. The
largest time-period is conservatively chosen to have a similar heating rate (3.8 ◦C/hour)
compared to the static thermal tests in Section. 3.4.1. To have a better match with the
field test, the time-period is gradually reduced to correspond to the excess pore pressures
measured in the field.





+ ω0) + Tavg (3.22)
The testing programme is presented in Table 3.6. In addition to different time-periods
Tp and temperature amplitude A, samples from the two depths are tested at relevant
stress levels: σ3 is close to the in-situ effective stress σ
′
v0, σ4 just above the apparent
preconsolidation pressure and σ5 represents a stress state where the clay is largely
remoulded. The subscript is consistent to the loading steps of the static test series.
After 40 thermal cycles under constant external stress level (σ3, σ4 and σ5 for Cell 1, Cell
2 and Cell 3, respectively), the samples will be subsequently loaded to the next stress
level (σ3 to σ4, σ4 to σ5 and σ5 to σ6 ) before the tests are terminated. This last step
allows to evaluate the change in mechanical properties due to thermal cycles.
Table 3.6: Cyclic loading process for samples from one depth.
Period (h) Initial Amplitude (◦C) Number Vertical stress (kPa)
TP temperature (
◦C) T0 A of cycles Cell 1 Cell 2 Cell 3
4 15 10 10 σ3 σ4 σ5
8 15 10 10 σ3 σ4 σ5
12 15 10 10 σ3 σ4 σ5
16 15 10 10 σ3 σ4 σ5
As discussed in this Chapter, static and quasi-static heating and cooling systems were
developed for temperature-controlled oedometer tests. These oedometer tests will be used
to systematically study the influence of temperature on the rate-dependent behaviour of
natural and remoulded soft clay from the Utby test site.
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4 Oedometer tests with static thermal load-
ing1
In this Chapter, the evolution of the creep rate Cαe under temperature change is analysed
using the data from the quasi-static temperature-controlled oedometer tests that follow
the experimental plan outlined in Table 3.3. In addition to the creep rate, the permeability
K, as well as the modified compression λ∗ and swelling indices κ∗ are derived. In the
following, the representative results are evaluated in detail with the help of numerical
analyses.
4.1 Experimental results
During oedometer tests, the vertical stresses at a given time applied to the samples are
pre-defined. Quantities such as temperature, vertical displacement and pore pressures are
measured directly during the entire test. The hydro-mechanical parameters of the tested
clays, for example the modified compression and swelling indices, the creep rate and the
permeability, are evaluated from the measurement data.
4.1.1 Measured displacements and strains
A basic vertical strain-time curve can be obtained by selecting the appropriate test data,
using the information from Table 3.3, under each mechanical loading step. For example
for Step 2 of the cooling tests, the temperature is 25 ◦C and six oedometer cells were
loaded simultaneously with six different stress levels according to the in-situ stress and
the estimated apparent preconsolidation pressures of the corresponding depths (i.e. Table
3.3). The time-vertical strain plots for intact clay sampled from a depth of both 6 and
9 meters are shown in Fig. 4.1, assuming compression as negative. As expected, the
increase in the axial strain is the largest for the load step of 100 kPa, which is not the
highest stress level applied in the test, but at a stress level a step or two after the apparent
preconsolidation pressure (see Table. 3.1). For the sample at 6 m depth (Fig. 4.1(a)), the
acceleration of creep already starts at the load of 65 kPa, and shows no slowing-down.
After the application of constant mechanical loads using dead weights, samples are allowed
to consolidate and creep for 48 hours before the thermal loading decrement (increment).
In this step the room temperature is adjusted with 5◦C decrement (increment) in the
cooling (heating) tests. The axial strain is continuously monitored during these 5◦C
decrement or increment. Hence, the loading is due to temperature change alone. For
example, Step 3 in the cooling tests, with the temperature in the climate room regulated
1Part of this Chapter is published in (Li et al. 2018)
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Figure 4.1: Development of strain under mechanical loading.
from 25◦C to 20◦C, is plotted in Fig. 4.2. The time-axis in these figures is plotted as a
continuation from the previous mechanical load steps plotted in Fig. 4.1, in logarithmic
scale. Similarly to the mechanical loading tests presented in Fig. 4.1, the increments in
the axial strains under cooling are highest for the samples under the load steps just above
the apparent preconsolidation pressures, around 100 kPa. There is no tendency for a
gradually decreasing creep rate during the 48 hours, in which the temperature is decreased
from 25◦C to 20◦C over a period of 3-4 hours. As discussed in Chapter 3, even though
the strain are small, the strain magnitudes are above the detection threshold. The results
suggest that both mechanical loading and temperature change trigger creep deformations
in soft natural clays. Due to the complex and somewhat competing mechanisms involved,























































Figure 4.2: Strain development during cooling.
In the following, the behaviour of sensitive clays under combined thermal and mechanical
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loading is analysed. The basis of the interpretation of the results is that test results on
different samples can be combined. Figure 4.3 shows the time-void ratio curves of six
simultaneous oedometer tests on independent clay samples from the same depth, the
depth of 9 meters at different load steps (stress levels in Step 2 from the heating test).
The consistency between the independent samples enables the further analyses, such as
studying the temperature dependency of other mechanical parameters that require the



















60 to 100 kPa
100 to 150 kPa
150 to 225 kPa
225 to 12.5 kPa
12.5 to 25 kPaO2 O5O4O3
O1 O6
Time intervals used for
creep rate interpretation
Utby intact clay depth=9 m,
Slow heating tests, T=10oC
Figure 4.3: The evaluation of compression curves.
In addition to the mechanical loading steps, there are four thermal loading steps in the test
procedure. In these steps the temperature of the room is changed from one temperature
to the next target temperature. The latter process takes less than four hours. Figure 4.4
shows the change in the void ratio at certain stress level for different thermal loading
steps. Based on Figs. 4.4(b) and 4.4(d), it can be concluded for clay samples from both
depths that the rates of change of the void ratio increase at a stress level of 100 kPa
upon heating. This change is not as clear when the samples are subjected to cooling, as
can be seen in Figs. 4.4(a) and 4.4(c). Thus, for normally consolidated natural clays,
heating leads to softening of the clay (i.e. in the decrease in the apparent preconsolidation
pressure), and the subsequent hardening tries to compensate for this softening. Unloading
and reloading are also included in the test programme. Thermal dilation is observed
in steps S36, S55, S74 and S93 (see Table 3.5), when the samples are unloaded from the
highest stress level to 12.5 kPa. As a result, the over-consolidation ratio (OCR) increases
to 12 and 18, respectively, for samples from 6 m and 9 m depth. In contrast, no thermal
dilation upon heating is observed for the intact samples in step S56, S75 and S94, when
the value of OCR is 6 and 9, respectively, for samples from 6 m or 9 m depth.
Step 5, where the paths of the heating and cooling tests meet, is further analysed to study
the effect of the structure on creep rate upon heating and cooling, as function of the
stress state. In this step both heating and cooling samples are thermally loaded to the
same target temperature 15 ◦C with the same stress history, but then respectively heated
from 10 ◦C to 15 ◦C and cooled from 20 ◦C to 15 ◦C. It means that after three hours of
temperature change in 15 ◦C, the apparent preconsolidation pressure σ′pc of the samples
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slow heating tests
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Figure 4.4: Difference in heating and cooling.
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is expected to reach a similar level σ′15pc . The deformation during the temperature change
for both of the conditions is plotted in Fig. 4.5, for both intact and remoulded samples.
Even under the same stress state and with the same stress history, the deformation
differs greatly between heating and cooling, as shown in Figs. 4.5(a) and 4.5(c). This
is a reasonable response when the accelerated deformations (thus hardening), partly
compensate for the thermal softening during heating, and vice versa under cooling. This
difference also indicates that the compressibility of natural sensitive clays under certain
effective stress and temperature depends on the stress history, as well as the temperature
history, and not just solely the current stress and temperature level. In contrast, for
samples without much natural structure left (remoulded samples or samples exposed to
large stress levels) the temperature effects are rather insignificant, as seen in Figs. 4.5(b)
and 4.5(d). It appears that the influence of the temperature on the emerging creep rate
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Figure 4.5: Strain development during mechanical loading.
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4.1.2 Modified compression λ∗ and swelling index κ∗
With the assumption that all the samples from the same depth are comparable, the
modified compression index and swelling index, as well as the creep rate, the hydraulic
conductivity and the apparent preconsolidation pressure can be determined as a function
of effective stress levels and temperatures, by combining the experimental results from
parallel samples.
A compression curve is constructed from six different samples for each load step. In each
test group (either heating or cooling), three groups of data at two different temperatures
(Steps 1, 2 and 4 in Table 3.3) are used form the compression curves, which cross
over the apparent preconsolidation pressure. For intact samples from 6 m depth, the
compression curves for separate samples under five target temperatures fall well into one,
as shown in Fig. 4.6 for the slow cooling tests. These results show that only after the
apparent preconsolidation pressure, the compression curves start to diverge for different
temperatures. This is especially true at stress levels beyond the apparent preconsolidation
pressure σ′pc. Unfortunately, there is not enough data around the apparent preconsolidation
pressure to estimate the value accurately.
The compression curves for four different temperatures (5 ◦C and 10 ◦C in heating, 25
◦C and 20 ◦C in cooling) passing through the apparent preconsolidation pressure are
plotted in Fig. 4.7 for both natural and remoulded samples. A consistent temperature
dependency is observed for the intact samples, in contrast to the reconstituted ones. The
difference in the accumulated thermal deformation is larger for samples from 9 meters
depth (Fig. 4.7(b)) than for samples from 6 meters depth (Fig. 4.7(a)), because of the
larger void ratio in samples from 9 meters. The differences between the compression
curves for the intact samples reduce with increasing stress level. The compression curve
for the intact samples starts to approach the curve for the remoulded samples at large
stress levels. However, even at the highest stress level applied, which is around three
times the apparent preconsolidation pressure σ′pc (σ
′
6 ≈ 3σ′pc), the apparent bonding in
the intact clay samples is not fully destroyed, as shown with the trend lines in Fig. 4.7(b).
When it comes to compression, in this thesis the modified compression and swelling indices








(in swelling part) (4.2)



























Utby intact clay, depth=6m
Slow cooling tests
Figure 4.6: The evaluation of compression curves at different temperature.
index κ∗ depend on the selected effective stress interval as shown in Fig. 4.8. For intact
clays, the modified compression index is largest for the load steps that pass through the
apparent preconsolidation pressure labelled as λ∗2 in Fig. 4.8(a) and λ
∗
1 in Fig. 4.8(b). In
intact natural clays, a common explanation for this behaviour is that the bonds between
the clay particles gradually degrade after the yield (Karstunen et al. 2005). The modified
swelling index is obtained from the unloading-reloading curves (κ∗2 in Fig. 4.8(a)). Only in
the absence of the unloading-reloading loop, the initial loading curves before the apparent
preconsolidation pressure (κ∗1 in Fig. 4.8(a)) are utilised. The unloading-reloading curves
after the highest stress level involving multiple points are averaged with one modified
swelling index value, see κ∗ in Fig. 4.8(b), because of the uncertainties in the unloading
curves resulting from the construction of these curves using data from different samples
(unloading from different void ratio).
From all the data gathered in the mechanical Steps 1, 2, 4, 6, 8 and 10 from both heating
and cooling test programmes, up to five groups of modifies compression λ∗ and swelling
indices κ∗ can be derived, corresponding to 5 different temperatures, as shown in Figs. 4.9
& 4.10. The modified compression index of the remoulded samples is relatively constant
at 0.08 over the tested temperature range of 5◦C to 25◦C. In contrast, the scatter for the
λ∗ values of the intact samples makes it impossible to draw conclusions. The origin of the
scatter arises from the few and varying number of data points for each temperature level
available for the determination of λ∗ (Fig. 4.8). Furthermore, the testing programme
resulted in a slightly different mechanical loading history for each temperature level, which
leads to additional scatter in the results for the intact samples, which are more sensitive.
The range of the evaluated modified swelling indices κ∗ falls around the values for the
reference tests on intact and remoulded samples that follow the standard test procedure on
a single sample at the constant temperature of 7◦C. The magnitude of the scatter is ±50%
and is larger than ±20%, commonly obtained for the clays tested in the geotechnical
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(a) Depth = 6 m

































(b) Depth = 9 m
Figure 4.7: Compression curves under different target temperatures.
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(a) Depth = 6 m (b) Depth = 9 m
Figure 4.8: Definition of the modified compression and swelling index.
(a) Depth = 6 m (b) Depth = 9 m
Figure 4.9: Changes in the modified compression index with temperature.
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laboratory at Chalmers. This can be expected because of the complex and rather unusual
testing protocol used, and the challenging geological conditions in the test site.
In this context, for further analyses, λ∗ and κ∗ are treated as temperature-invariant,
which is consistent with previous studies (Abuel-Naga, Bergado, and Lim 2007; N. Tanaka
et al. 1997).
(a) Depth = 6 m (b) Depth = 9 m
Figure 4.10: Changes in the modified swelling index with temperature.
4.1.3 Hydraulic conductivity
The hydraulic conductivity k (m/s) reflects the impedance to fluid (water) flow through a
porous material (Bear 1972). In clays this is related to the micro-structure of the clay. In
addition, the hydraulic conductivity varies with the dynamic viscosity µ (Pa·s) of water,
which is temperature-dependent (Korson et al. 1969). The dynamic viscosity of water µ
decreases with increasing temperature. Hence, the hydraulic conductivity of clays might
increase with heating, because the water flows more freely through the porous network
with a lower dynamic viscosity. The density of water also decreases when heated above 4
◦C.
At small strain magnitudes, assuming elasticity theory, the hydraulic conductivity for
clays can be derived from the consolidation coefficient, evaluated from the time-void ratio
curve (e − log t) using the log time (Casagrande) method. The hydraulic conductivity
under the same stress state is plotted in Fig. 4.11. There is no obvious trend for the
changes in hydraulic conductivity as a function of temperature. The values are very small
and void ratio -dependant.
On the other hand, the intrinsic permeability K (m2) is only related to the geometry
and surface properties of the clay particles. Therefore, the evolution of permeability K is
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(b) Depth = 9 m
Figure 4.11: Variation of the hydraulic conductivity with temperature.
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a better measure than hydraulic conductivity k to investigate the effect of temperature
change on the connected pore system, as a proxy for the clay structure.
The intrinsic permeability K is calculated from the hydraulic conductivity k, the density
of the pore water ρ (kg/m3), the dynamic viscosity µ (Pa·s) of the pore water and the
gravitational acceleration g0 (m/s





The density and the dynamic viscosity of water are adjusted with temperature in the
calculations for intrinsic permeability K. Fig. 4.12 shows the intrinsic permeability of the
intact and the remoulded samples from both depths at five temperature levels, derived
from the mechanical loads step at a constant temperature. Based on Figure 4.12, just
like the hydraulic conductivity, the intrinsic permeability has a stronger relation with the
void ratio than the temperature for both the intact and the remoulded samples. This is
consistent with previous tests on Boom clay, which is a much stiffer non-sensitive clay
(Sultan et al. 2002). Clearly, the intrinsic permeability K that characterises the connected
pore space where the free pore water passes through has not been influenced by the modest
temperature changes (5 ◦C to 25 ◦C) investigated. The size of large macro-structural level
pores between the aggregates depend more on the mechanical load (Delage and Lefebvre
1984) than the thermal load.
4.1.4 Creep rate Cαe
To investigate the effect of temperature on creep rate, the value of Cαe needs to be
evaluated from both mechanical and thermal loading steps. The creep rate is determined
using 40 points in the tail of each consolidation curve, see Figs. 4.13(a) & 4.13(b).
The evolution of the creep rate represents the most direct effect of micro-structural
changes under constant effective stress. Figure 4.14 shows the evaluated creep rate
Cαe for the intact and remoulded samples, respectively, from the depths of 6 m and
9 m. The results show that the creep rate, and its susceptibility to temperature, is
the highest for the intact samples at load levels around the apparent preconsolidation
pressure, consistent with previous experiments on natural samples (Karlsson et al. 2016;
Leroueil, Kabbaj, et al. 1985). In contrast, the semi-logarithmic creep rate is rather
stable for normally consolidated remoulded samples, even though around the apparent
preconsolidation pressure, which is the same as the in-situ vertical effective stress for the
remoulded samples, there is a marginal increase. Consequently, there is no significant
increase in creep rate due to a change in temperature for the remoulded samples. A similar
trend is observed for the intact samples at high stress levels where the clay structure has
70
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(a) Depth = 6 m



























(b) Depth = 9 m
Figure 4.13: Changes in creep rate with stress level under certain temperature.
already been significantly degraded.
In addition to the mechanical loading steps, there are four thermal loading steps in the test
procedure. In these steps the temperature of the room is changed from one temperature
to the next target temperature. The latter process takes less than four hours. Figure
4.4 shows the change in the void ratio under certain stress level for different thermal
loading steps. Based on Figs. 4.4(b) and 4.4(d), it can be concluded for clay samples from
both depths that the rates of void ratio change at a stress level of 100 kPa increase upon
heating. This change is not as clear when the samples are subjected to cooling, as can be
seen in Figs. 4.4(a) and 4.4(c). Thus, for normally consolidated natural clays, heating
leads to softening of the clay (decrease in the apparent preconsolidation pressure), and the
subsequent hardening tries to compensate for this softening. Unloading and reloading are
also included in the test programme. As already discussed, thermal dilation is observed,
when the samples are unloaded from the highest stress level to 12.5 kPa.
After the samples respond to the temperature change by deformation, they reach a
new state under which the creep continues under the same effective stresses at the new
temperature. The creep rate after a mechanical loading increment (solid black symbols
in Fig. 4.15) is evaluated at the end of consolidation (before the light grey dashed lines
in Fig. 4.4). After that the next temperature increment is applied sufficiently slowly to
maintain drained conditions. Subsequently, the thermal creep rate (solid grey symbols in
Fig. 4.15) is evaluated at the end of this thermal load increment. The long arrows indicate
the thermal loading directions. The creep rate after the thermal loading increment is
deduced from the last part of thermal loading step (from 83 to 96 hours in the time-void
ratio curve in Fig. 4.4). The evaluated values for the creep rate Cαe vary considerably, i.e.
>50%, for the stress level just beyond the apparent preconsolidation pressure σ′pc (shown
as triangles in the Figure), even with only 5 ◦C change in temperature.
Based on Figures 4.15(a) and 4.15(c), the creep rates in the incremental heating tests are
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higher than those in the decremental cooling tests, and the creep rate tends to increase
upon heating and decrease under cooling. It appears that for most stress levels the creep
rate peaks between 10 ◦C and 15 ◦C before reducing at 20 ◦C and 25 ◦C. This is not
an artefact of the measurement system, as the calibration indicates a linear dependency
between the temperature and the strains in the system. In addition, the temperature
control was stable during the test as shown in Fig. 3.7. Furthermore, this peak in the
creep rate is more apparent for the samples retrieved from 9 meters depth than those from
6 meters. The latter is probably due to the larger void ratio of the deep samples. Based
on the sample quality metric proposed by Lunne et al. (1997), the ∆e/e0 ratios during
re-consolidation for intact clays from both 6 and 9 meters are around 5%, indicating equal
amount of sample disturbance. The differences in the void ratios between the two depths
are hence most likely of geological origin.
The results in Fig. 4.15 are lumped into one graph with the upper part showing the
heating data and the bottom part the cooling data for each series. The changes in
the creep rate around apparent preconsolidation pressure upon heating and cooling are
observed over the whole studied temperature range for intact samples. In contrast, the
changes in creep rates are not so obvious for the remoulded samples and the intact samples
under high stress levels, as shown in Figs. 4.15(b) and 4.15(d). An explanation for the
differences observed is that in the remoulded samples the sizes of the pores between
the aggregates differ considerably from the intact samples, and most of the bonds are
no longer present, as can be inferred from the differences in the water content between
intact samples (w > wL – Table 3.1) and the remoulded samples (w ≈ wL). It is namely
impossible to reconstitute the samples to the natural void ratio of the intact samples for
sensitive clays.
When the clay samples are subjected to the same mechanical loads, the variation in creep
rate under different temperatures is likely to be caused by the change in the bonds between
the aggregates, or even internal irreversible changes in the aggregates, for example the
change in the distance between the stacks (Brochard et al. 2017; Hansen et al. 2012)
and their orientation (Jaradat et al. 2017). According to Hansen et al. (2012), heating
can increase the free charges within clay stacks in a suspension, hence relating to very
low effective stress levels. If creep is a process during which micro-structural water is
transferred to the large voids between the aggregates, as described by Navarro and Alonso
(2001), heating can also accelerate this process by changing the equilibrium in the charges























(b) Depth = 9 m
Figure 4.14: Changes in creep rate as function of stress level at given temperature.
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Intact Utby clay depth=9mSlow heating tests
Slow cooling tests
(c) Depth = 9 m Intact





















Remolded Utby clay depth=9m
Slow cooling tests
Slow heating tests
(d) Depth = 9 m Remoulded
Figure 4.15: Changes in creep rate as function of temperature at given stress level.
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Apparent preconsolidation pressures σ′pc
The number of data points resulting from the loading procedure is not sufficiently
accurate for the evaluation of apparent preconsolidation pressure σ′pc. Thus, the apparent
preconsolidation pressures obtained from CRS tests on the samples from the same test
site conducted by Karlsson et al. (2016) are utilised in the numerical analyses.
4.2 Numerical analyses of experimental results
Further numerical analysis is required to separate the effects of thermal loading and
mechanical loading that are present in the data set presented in Section 4.1. This allows
to quantify the magnitude of the change in creep rate as function of thermal loading.
The multi-physics framework combined with the Creep-SCLAY1S model presented in
Section 3.3 is used. Although the model is temperature-independent, the effective stress
-dependent creep should be able to adequately capture the measured response, given
the temperature changes are modest, provided a fully coupled THM (Thermo-Hydro-
Mechanical) formulation is used. In the following, a fully-coupled boundary value level
THM model is used to capture the change in effective stress due to the generation and
dissipation of excess pore pressures caused by the combination of mechanical loading and
temperature changes.
4.2.1 Model parameter calibration
The Creep-SCLAY1S requires values for a number of model parameters, as well as initial
values for three state variables. These need to be derived from, and calibrated against,
oedometer and triaxial tests. An independent set of experiments on clay samples retrieved
from the depths of 6 and 9 meters has been modelled on the boundary value level, in order
to calibrate the the derived model parameter set. The experimental data from the tests
performed on samples at 7 ◦C reference temperature are used for the model calibration,
with the results plotted in Fig. 4.16 together with the model simulations demonstrating a
good match for this particular stress path.
The modified intrinsic compression index λ∗i = ∆ε/∆ lnσ, is obtained from the virgin
compression parts of stress-strain curves of remoulded samples by curve fitting. The
modified swelling index κ is obtained from the unloading parts of reference tests on intact
samples κ∗ = ∆ε/∆ lnσ.
The model parameters for the anisotropy αK0, ω and ωd are evaluated and derived
from using the estimated slope of the critical state line in compression Mc of the clay
samples from the same site where the test samples were sampled, following guidance in
Gras et al. (2017) and Gras et al. (2018). The value of Mc =1.4 was derived from a
76
set of anisotropically consolidated undrained triaxial tests in compression and extension
by Karlsson et al. (2016). The latter (i.e. triaxial extension tests) are useful for the
calibration of ω value, but as during oedometer tests no significant evolution of anisotropy
is expected, the simulations are insensitive for the value chosen.
Because of the sample disturbance during sampling and transportation varies between the
samples used for the thermal testing series and the reference tests, the initial amount of
bonding χ0 is obtained together with the structural parameters ξd and ξ by curve fitting
the compression curves of the intact samples.
The parameter related to rate-dependency µ∗i is obtained from final part of time-
displacement curves for the remoulded samples as µ∗i = ∆ε/ ln t, and the reference
time τ is assumed as 1 day, corresponding to the duration of the load increment (1 day)
used in deriving the values for the apparent preconsolidation pressure σ′pc in Table 4.1 in
the reference tests.
The final set of model parameters obtained from by the calibration is presented in Table
4.1. The initial void ratio e0 is only included to be able to plot the changes in void ratio
for in the simulations (so it is strictly speaking not a model parameter). The mineralogy of
the clay from these two depths is largely similar, which is reflected in the almost identical
intrinsic parameters at the two depths (6 m and 9 m).
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Intact Utby clay, depth=6m
(a) Depth = 6 m
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Intact Utby clay, depth=9m
(b) Depth = 9 m
Figure 4.16: Parameters calibration for Creep-SCLAY1S.
The numerical framework used for the simulations has been introduced in Section 3.3. In
order to simulate the mixed mechanical and thermal loading paths for both intact and
remoulded samples, hydraulic and thermal properties are needed. The thermal properties,
including the thermal conductivity λT , the specific heat capacity Cv for both intact and
remoulded samples and the thermal properties of the pore water are summarised in Table.
4.2. The Young’s modulus is needed in COMSOL analyses to create the initial stress
state, and is hence not related to the constitutive model, unlike the Poisson’s ratio. The
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6 (Intact) 1.95 0.0862 0.0083 0.004 54 45
6 (Remoulded) 1.49 0.0862 0.0083 0.004 45 45
9 (Intact) 2.15 0.08 0.013 0.004 70 60
9 (Remoulded) 1.37 0.08 0.013 0.004 60 60
Depth[m] α0 ω ωd χ0 ξd ξ
6 (Intact) 0.5 40 0.9 6 12 0.42
6 (Remoulded) 0.5 40 0.9 0 - -
9 (Intact) 0.5 40 0.9 14 11 0.36
9 (Remoulded) 0.5 40 0.9 0 - -
Table 4.2: Additional parameters for the model simulations.
Parameter Symbol 6 m 9 m Units
Density ρ 1589 1565 kg/m3
Porosity n 0.66 0.68 -
Young’s modulus E 5×105 5×105 Pa
Poisson’s ratio ν 0.25 0.25 -
Permeability k 5×10−18 5×10−18 m2
Dynamic viscosity µ 1×10−9 1×10−9 Pa·s
Thermal conductivity λT 1.12 1.12 W/(m·K)
Heat capacity Cp 3300 3300 J/(kg·K)
Thermal expansion αT 3.2×10−5 3.2×10−5 1/K
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porosity is used in combination with the intrinsic permeability to account for the changes
in hydraulic conductivity during the analyses.
4.2.2 Modelling overview
The results from six oedometer cells with a combination of mechanical and thermal loading,
are selected out of a total of 48 tests for further comparison. For reliable comparisons,
all of these started at a similar void ratio. Three tests for both intact and remoulded
samples from each depth are simulated for heating and cooling paths: paths O1, O2, and
O3 in Fig. 4.17 correspond to Column O1, O2, and O3 in Table. 4.3. The loading steps
vary for the two depths considered according to the initial in-situ stress levels, and the
initialisation of the apparent preconsolidation pressures.
The samples are first loaded to the in-situ vertical effective stress level, and subsequently
loaded using the individual load steps as shown in Table 4.3. The temperature in the
heating and cooling tests, and the stress levels for different cells is visualised in Fig. 4.17.
For each loading path, the clay samples are loaded beyond their respective apparent
preconsolidation pressures at different temperatures. In loading path O1, for example,
for both static heating and cooling tests, the samples are loaded beyond the apparent
preconsolidation pressure at T3, which is 15
◦C. For loading path O2 and O3, the samples
are loaded under T2 and T1, respectively. The difference of T2 and T1 between static
heating and cooling tests are 10 ◦C and 20 ◦C, respectively.
A total of 24 simulations have been performed, 12 for remoulded samples and 12 for intact
samples. The simulation results are divided into three groups:
• Mixed loading conditions for remoulded samples
• Mixed loading conditions for intact samples
• Thermal loading under constant mechanical load
Due to the similarity of the experimental and numerical results, only one data set for the
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Figure 4.17: Different loading paths selected for numerical simulations.
Table 4.3: Selected tests for numerical simulations.
Step
Temperature (◦C) Load steps 6m (kPa) Load steps 9m (kPa)
In heating T In cooling O1 O2 O3 O1 O2 O3
Cell 04 Cell 05 Cell 06 Cell 10 Cell 11 Cell 12
1 5 T1 25 12.5 25 40 12.5 25 60
2 5 T1 25 25 40 65 25 60 100
3 10 T2 20 25 40 65 25 60 100
4 10 T2 20 40 65 100 60 100 150
5 15 T3 15 40 65 100 60 100 150
6 15 T3 15 65 100 150 100 150 225
7 20 T4 10 65 100 150 100 150 225
8 20 T4 10 100 150 12.5 150 225 12.5
9 25 T5 5 100 150 12.5 150 225 12.5
10 25 T5 5 150 12.5 25 225 12.5 25
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4.2.3 Mixed loading conditions for remoulded samples
The structure in the remoulded clay samples differs from the intact samples. As demon-
strated in Section 4.1, the (thermal) softening is less pronounced. The simulations of
remoulded samples from two different depths with loading path O1 are compared with
experimental results (4 for heating and © for cooling) in Figs. 4.18 & 4.19.
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Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Remoulded Utby clay depth=6m,
monotonic heating and cooling
(a) Compression curve















Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Remoulded Utby clay depth=6m,
monotonic heating and cooling
(b) Consolidaiton curve
Figure 4.18: Remoulded sample from the depth of 6 m, loading path O1.
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Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Remoulded Utby clay depth=9m,
monotonic heating and cooling
(a) Compression curve















Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Remoulded Utby clay depth=9m,
monotonic heating and cooling
(b) Cosoliation curve
Figure 4.19: Remoulded sample from the depth of 9 m, loading path O1.
The multi-physics simulations with the temperature-invariant creep model (creep-SCLAY1S)
captures the general response of the remoulded clays rather well, both for the compression
curves (Figs. 4.18(a) & 4.19(a)) and the time-void ratio curves (Figs. 4.18(b) & 4.19(b)).
The compression curves are plotted with the data points collected from the end of the
mechanical load, before changing the temperature to the next target temperature. As
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a result, the loading step is still influenced by the temperature change and mechanical
loading of the previous steps.
The match of the simulations with experimental data is somewhat better for the static
cooling tests than the static heating tests. Due to the sample preparation procedure,
where one series of samples has been consolidated one month longer than the other
(hence experiencing more creep), the cooling tests are performed on the samples with
smaller initial void ratio. Differences remaining between match with experiment and
simulations for the static heating and cooling tests are perhaps attributed to the differences
in preparation time.
4.2.4 Mixed loading conditions for intact samples
The structure in the intact clay samples make them more sensitive to mechanical loading
and temperature change (Section 4.1). The simulations of intact samples from 6 meter
depth for loading path O1, O2 and O3 are compared with experimental results (4 for
heating and © for cooling) in Figs. 4.20, 4.21 & 4.22. In the simulations for the samples
from 6 meters, the initial amount of bonding is assumed to be χ0 = 6, which reflects a
moderately sensitive natural clay.
Similarly to the simulation results for the remoulded samples, the multi-physics simulations
with the temperature-invariant creep model already captures the general behaviour
satisfactorily, both for the compression curves (Figs. 4.20(a), 4.21(a) & 4.22(a)) and the
time-void ratio curves (Figs. 4.20(b), 4.21(b) & 4.22(b)).
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Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Compression curve

















Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Cosoliation curve
Figure 4.20: Intact sample from the depth of 6 m Cell 04, loading path O1.
However, for loading path O2, where the samples are loaded beyond the apparent pre-
consolidation pressure under T2 (20
◦C in static cooling and 10 ◦C in static heating), the
differences between static heating and cooling start to appear. The change in the void
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ratio with an identical load increment is larger under higher temperature as shown in Fig.
4.21(a). This difference remains when the clay samples are thermally loaded from 20◦C
to 15◦C in static cooling tests, and from 10◦C to 15◦C in static cooling tests.
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Cell05 Lab result cooling
Cell05 Simulation cooling
Cell05 Lab result heating
Cell05 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Compression curve

















Cell05 Lab result cooling
Cell05 Simulation cooling
Cell05 Lab result heating
Cell05 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Cosoliation curve
Figure 4.21: Intact sample from the depth of 6m Cell05, loading path O2.
For loading O3, the samples are mechanically loaded under temperatures T1 (25
◦C in
static cooling and 5 ◦C in static heating). The differences between the simulation and the
data is most pronounced for loading path O3 as shown in Fig. 4.22.
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Cell06 Lab result cooling
Cell06 Simulation cooling
Cell06 Lab result heating
Cell06 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Compression curve

















Cell06 Lab result cooling
Cell06 Simulation cooling
Cell06 Lab result heating
Cell06 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Cosoliation curve
Figure 4.22: Intact sample from the depth of 6 m Cell 06, loading path O3.
Similarly to the simulations on intact samples from a depth of 6 meters, the samples from
9 meters are simulated for loading paths O1, O2 and O3. The results of the numerical
simulations are compared with the experimental results (4 for heating and © for cooling)
in Figs. 4.23, 4.24 & 4.25. For the samples from 9 meters, the initial structure parameter
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is χ0 = 14, which reflects larger sensitivity than the clay from 6 meters depth. The larger
sensitivity leads to increased differences between the simulations and experimental data
compared to the results for 6 meters depth.
Nonetheless, the multi-physics simulations with the temperature-invariant creep model
reproduce the general behaviour surprisingly well as a function of the load applied, Figs.
4.23(a), 4.24(a) & 4.25(a)) and the time (Figs. 4.23(b), 4.24(b) & 4.25(b)).
For loading path O2, where the samples are loaded beyond the apparent preconsolidation
pressure under T2 (20
◦C in static cooling and 10 ◦C in static heating), the differences
between the static heating and cooling are even more pronounced than for the samples
from 6 m (Fig. 4.21(a), due to the larger initial sensitivity (structure parameter χ0;9m = 14
instead of χ0;6m = 6). Loading path O3, where the samples are mechanically loaded under
temperatures T1 (25
◦C in static cooling and 5 ◦C in static heating), similar increases in
the discrepancies between the simulation and data are shown in Fig. 4.25.
Overall, the simulation results for loading path O1 are closest to the experimental data of
all the simulations, regardless of the amount of initial structure (χ0;9m = 14, χ0;6m = 6
and χ0;remoulded = 0). This indicates that the multi-physics modelling with temperature-
invariant creep model is best suited for conditions where the effects of structure, and its
temperature sensitivity, is minor.
A closer study of the behaviour of the intact clay samples from the 9 meters depth, which
are most sensitive, in loading paths O2 and O3 reveal that the model inaccuracies are
largest when the load steps pass the respective apparent preconsolidation pressures, as
shown in compression curves( Fig. 4.23(a), 4.24(a) & 4.25(a)). This is corroborated
by the time-void ratio plots (Fig. 4.23(b), 4.24(b) & 4.25(b)). The intact clay samples
for both heating and cooling tests have a similar void ratio (e0 ≈ 2) at the start of the
test. The only difference between the static heating and cooling tests is that the actual
temperature at which the mechanical load step passes the apparent preconsolidation
pressure is different. The changes in the void ratio developed during this step is larger for
the cooling tests than the heating tests.
The difference in the change of void ratio between cooling and heating paths seems to
be temperature-dependent. For example, when the difference in temperature increases
from 0 ◦C (Fig. 4.23(a)) to 10 ◦C (Fig. 4.24(a)) and finally to 20 ◦C (Fig. 4.25(a)),
the difference in the change in the void ratio increases proportionally. An increment
in temperature causes decrement in stiffness. The latter most probably is linked to a
reduction in the apparent preconsolidation pressure. This confirms the prior observations
that the apparent preconsolidation pressure is changing as a function of temperature.
84
101 102 103



















Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(a) Compression curve

















Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(b) Cosoliation curve
Figure 4.23: Intact sample from the depth of 9 m Cell 10, loading path O1.
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Cell11 Lab result cooling
Cell11 Simulation cooling
Cell11 Lab result heating
Cell11 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Compression curve

















Cell11 Lab result cooling
Cell11 Simulation cooling
Cell11 Lab result heating
Cell11 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Cosoliation curve
Figure 4.24: Intact sample from the depth of 9 m Cell 11, loading path O2.
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Cell12 Lab result cooling
Cell12 Simulation cooling
Cell12 Lab result heating
Cell12 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(a) Compression curve

















Cell12 Lab result cooling
Cell12 Simulation cooling
Cell12 Lab result heating
Cell12 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(b) Cosoliation curve
Figure 4.25: Intact sample from the depth of 9 m Cell 12, loading path O3.
4.2.5 Thermal loading under constant mechanical load
As observed in the mixed thermo-mechanical loading scenarios, the largest temperature
sensitivity of the clays is around the apparent preconsolidation pressure. A special case
that the experimental programme allows to investigate, is the clay behaviour during
thermal loading under constant mechanical load, this is the condition for which the
inaccuracies of the multi-physics numerical simulation with temperature-invariant creep
model is the largest.
Differences occur when the samples are subjected to identical stress histories, and subse-
quently loaded with different temperature increments. The simulations are performed for
experimental data for both heating and cooling paths. The time-void ratio curves for the
results on the intact and remoulded clay samples from 6 and 9 meters depth are plotted
in Figs. 4.26 & 4.27. The performance of the model is evaluated for the following cases:
(i) the effect of the initial structure on the temperature sensitivity, (ii) the difference in
heating and cooling paths (15 ◦C to 20 ◦C and 15 ◦C to 10 ◦C).
In these Figures, the change in void ratio is corrected with the initial void ratio of the
corresponding step. The change in void ratio ∆e upon temperature change shows clearly
that in the laboratory tests from an identical temperature, heating a sample leads to
larger change in void ratio than cooling the sample, for a moderate temperature change of
≈ 5◦C. The temperature-invariant model is unable to capture this behaviour , as shown in
Figure 4.26(a), 4.27(a), 4.26(b) & 4.26(b). As discussed previously, these discrepancies are
of most concern for temperature change around the apparent preconsolidation pressure
for samples with natural structure. Therefore, in the next Chapter a new version of
the Creep-SCLAY1S model is developed, with a temperature- and structure-dependent
apparent preconsolidation pressure. This potentially will improve the modelling of rate-
and temperature-dependent response of natural sensitive clays.
86




















Cooling at 65 kPa in simulation
Cooling at 65 kPa in lab test
Heating at 65 kPa in simulation
Heating at 65 kPa in lab test




























Cooling at 65 kPa in simulation
Cooling at 65 kPa in lab test
Heating at 65 kPa in simulation








Figure 4.26: Change in void ratio under thermal load steps for samples from a depth of 6
m.




















Heating at 100 kPa in simulation
Heating at 100 kPa in lab test
Cooling at 100 kPa in simulation
Cooling at 100 kPa in lab test




























Cooling at 100 kPa in simulation
Cooling at 100 kPa in lab test
Heating at 100 kPa in simulation








Figure 4.27: Change in void ratio under thermal load steps for samples from a depth of 9
m.
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5 Thermal modelling of sensitive clays
In this Chapter, the creep model Creep-SCLAY1S introduced in Section 3.3 is modified
based on the laboratory tests and supplementary numerical simulations, to account
for the thermal effects on the sensitive clay presented in Chapter 4. The main new
mechanism observed in the test data that needs to be added to the constitutive model is
the bonding-dependent thermal softening and hardening of the natural sensitive clay.
5.1 Thermal dependency of apparent preconsolidation
pressure
The test procedure used multiple samples that are tested simultaneously in a comprehensive
loading scheme. As a result, the reliable evaluation of the apparent preconsolidation
pressure as a function of temperature loading history, as required in the model development,
is complex. This apparent preconsolidation pressure, however, can be evaluated with
high precision by introducing a non-linear fit from the constitutive model. This is far
from trivial, as in these back-analyses the data is fitted with fully coupled multi-physics
analyses at boundary value level (similar to Section 4.2).
There are two steps in the back-analyses: firstly the temperature-invariant model is
fitted to the experimental data by changing the apparent preconsolidation pressure, and
secondly the model is refined to include temperature effects.
The experimental data is replotted in Figure 5.1 by combining the time-void ratio curves
of equal mechanical loading steps (σ3 to σ4) under different temperatures. The steps are
chosen in such way that the stress levels on the samples exceed their respective apparent
preconsolidation pressures, so that the magnitude of the apparent preconsolidation pressure
under different temperatures can be evaluated. Under the same increment of mechanical
load, the change in void ratio differs at different temperatures. In Fig. 5.1, the bolder the
lines, the higher is the temperature for the presented void ratio-time curves. For an equal
load increment, a larger void ratio decrement is observed at higher ambient temperature.
This trend is not as evident for the clay samples from 6 meters depth (Fig. 5.1(a)), yet is
in agreement with previous findings for sensitive clay (Moritz 1995).
As discussed in Chapter 4, the initial amount of natural bonding has a significant effect
on the emerging creep rate. The clay samples from 6 meters depth (χ0 = 6) have a
lower degree of initial natural bonding than the samples retrieved from the depth of 9
meters (χ0 = 14). The material response in the loading steps with largest temperature-
dependency (Fig. 4.26 and Fig. 4.27), could be fitted with relatively ease using the
temperature-invariant model (Section 3.3) by changing the apparent preconsolidation
pressure.
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Utby intact clay depth=6m,
Slow heating and cooling tests
(a) Depth = 6 m




























Utby intact clay depth=9m,
Slow heating and cooling tests
(b) Depth = 9 m
Figure 5.1: Change in void ratio when loading beyond the apparent preconsolidation
pressure.
A temperature isotach is a convenient way to describe the effect of temperature on the
apparent preconsolidation pressure. Figure 5.2 sketches the idealised mechanism of the
temperature isotachs for normal compression by plotting the the mean effective stress
against volumetric strain. In this generalisation, the modified compression and swelling
index are considered to be temperature-independent, which is reasonable assumption for
















Figure 5.2: Sketch for isotropic compression under different temperatures.
A clay sample is subjected to a stress level p′0, which is smaller than the apparent
preconsolidation pressure at reference temperature p′cref corresponding to the reference
temperature Tref (Tref = 7
◦C in this work), i.e., point A in Fig. 5.2. On the other
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hand, if the temperature in the sample is initially lower than Tref , for example T5, a
smaller change in void ratio change is expected for a load step with equal magnitude
(∆p′ = p′1 − p′0), and the compression line will reach to Point C instead of Point D. The
increment in volumetric strain ∆εv to reach Point C can be expressed as Eq. 5.1.











The increment in volumetric strain can be decomposed into a temperature-independent







































In Eq. 5.3, with constant p′0 and p
′
1, the only parameter that is temperature-dependent is
the apparent preconsolidation pressure. For this example, the original preconsolidation
pressure p′Tref at reference temperature Tref , changed to the new apparent preconsolida-
tion pressure at T5 which here is denoted with p
′
T5.
In conclusion, the observed differences in the change in void ratio at different ambient
temperatures as plotted in Fig.5.1 relate only to the apparent preconsolidation pressure
under different temperatures. Therefore, the temperature-invariant constitutive model
is fitted to the experimental data available at different temperatures by changing the
apparent preconsolidation pressure. The results of these extensive back-analyses are
summarised in Fig. 5.3, where the normalised temperature T/Tref is plotted against
the normalised apparent preconsolidation pressure p′T /p
′
Tref . The reference apparent
preconsolidation pressure corresponds p′Tref to a reference temperature Tref of 7
◦C. The
data is divided into three data sets representing different degrees of initial bonding.
Using the back-analysed data, the following function for the temperature-dependency of









where the βT is the only additional model parameter required that can readily be evaluated
from the experimental data. For a proper fit of βT , a minimum of 3 incremental loading
oedometer tests need to be performed at different temperatures, spanning the temperature












































Initial structure parameter c0
Figure 5.3: Temperature dependency of the apparent preconsolidation pressure for samples
with different amounts of bonding.
to fit a unique βT for all data sets, which have different degree of initial bonding. As a
result, the amount of initial bonding in the model represented by parameter χ0, needs
to be explicitly considered. The temperature-dependency βT increases with increasing
amount of bonding χ0. This effect is illustrated by plotting the initial amount of bonding
χ0 against βT in Fig. 5.4. Therefore a new relation βT (χ) is proposed to include state
parameter χ in the definition of βT . A linear and a exponential function are the most
suitable functions that relate βT and χ0 (Eq. 5.5 & 5.6), because of the limitation in the























Initial structure parameter χ0
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βT = aχ+ b (5.6)
where a and b are the model parameters that are required by the linear and the exponential
relation. The value for parameters a and b are obtained from the curve fitting, as shown
in Fig. 5.4. Thus, Eqs. 5.5 & 5.6 can be explicitly expressed with Eqs. 5.7 & 5.8.
βT = ae
bχ = 0.0171e0.1393χ0 (5.7)
βT = aχ+ b = 0.0085χ+ 0.0051 (5.8)
The two alternatives (Eq. 5.7 and Eq. 5.8) are further tested for a range of χ-values
and plotted in Fig. 5.5. The largest value tested is χ =40, which represents a reasonable
upper bound for the sensitive clay considered here. For the range of χ tested, the linear
equation (Eq. 5.8) provides the most realistic extrapolation, i.e. at large value of χ, the
material is not completely softened by a mild increase in temperature. Furthermore, at a
temperature lower than the reference temperature, the apparent preconsolidation pressure
is not increasing to infinity, as predicted by the exponental relationship.
Therefore, Eq. 5.4 and Eq. 5.7 are combined to Eq. 5.9, and subsequently used in the









5.2 Creep-SCLAY1ST for thermal modelling of sensi-
tive clays
The elastic strains under combined thermo-mechanical loads is composed of two parts:
an elastic mechanical (volumetric and shear) strain and a thermal expansion of the clay
particles (in drained condition). The total elastic strain can be calculated using Eq. 5.10,





























































































Figure 5.5: Predictions with the two power relationships as a function of the amount of
bonding.
When calculating the viscoplastic strain of clay, the relative position of the current stress
state from the reference surface need to be evaluated as described in Section 3.3. The
current stress state can be expressed by one point (p′, q) in the p′ − q figure as illustrated
in Fig. 5.6. The equivalent stress p′eq can be calculated using Eq. 3.7, and the current
stress surface (labelled as p′eq in Fig. 5.6) can be expressed with Eq. 3.8 as discussed
in Section 3.3. In addition, the original reference surface (labelled as p′eqTref in Fig. 5.6)
changes with the temperature, based on the the ratio between the current temperature

























Figure 5.6: Stress state and reference surface
Assuming an associated flow rule, the viscoplastic strain increment ε˙vpij can be calculated
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For clays with natural bonding, there are existing bonds at a reference temperature to
make the clay stiffer in its natural state when compared to the recostituted state at
a given reference temperature. The reference surface with structure under a reference
temperature can be expressed as Eq. 5.12.
p′eqTref = (1 + χ)p
′eq
ic0 (5.12)
If the temperature T differs from the reference temperature Tref , and the effective stresses
are kept constant under thermal loading, the apparent preconsolidation pressure is affected
by the difference between the reference temperature and the current temperature, as
expressed in Eq. 5.4. Thus, the equivalent apparent preconsolidation pressure under a





















Not only does the apparent preconsolidation pressure develop with the viscoplastic strains,
the structure parameter χ and the fabric tensor α (controlling the inclination of the
reference surfaces). α also change upon the hardening of the clay, as described in Eqs.
3.12 and 3.18. The determination of the parameters for rotational hardening and the
degradation of bonding are discussed in Section 3.3.
The isotropic hardening of the clay depends both on the temperature change and the








The apparent preconsolidation pressure changes upon thermal loading. Under temperature
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Figure 5.7: Sketch for isotropic compression.
At Point A, the clay sample is assumed to be normally consolidated, and consequently
loaded to Point B in Fig. 5.7. At Point B, the clay sample is heated from T1 to T2
(T2 > T1 ), consequently the apparent preconsolidation pressure reduces from p1 to pT .
The current stress state, however, still stays at p1. Thus, a viscoplastic strain develops
to make the reference surface larger than the current stress surface. In this case, the
apparent preconsolidation pressure depends both on temperature and the developing
strains, as expressed in Eq. 5.17.
For normally consolidated clays subjected to heating, the apparent preconsolidation
pressure decreases, and the clay develops volumetric viscoplastic strain to compensate for
the decrement in the apparent preconsolidation pressure to maintain the reference surface
p′eqTref beyond the loading surface p
′eq. Thus, the equivalent stress expands following the
hardening law in Eq. 5.17 together with mechanical hardening (λ∗i − κ∗)∆ ln p′ = ∆εvpv ,

















If the temperature is equal to the reference temperature, the viscoplastic multiplier
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Therefore, the viscoplastic strain increment under combined thermo-mechanical loading















5.3 Verification of Creep-SCLAY1ST
The modified model is applied to simulate the static heating and cooling tests. The ability
of this model in capturing the temperature-dependent mechanical behaviour is verified by
the simulations of constant rate of strain (CRS) and undrained triaxial loading paths.
The intrinsic mechanical parameters, such as the modified intrinsic compression index λ∗i
and the modified intrinsic creep index µ∗i , are based on the laboratory tests on remoulded
samples from the corresponding depths. These values are assumed to be constant during
the test procedure, and hence temperature-independent, even though the modified intrinsic
compression index λ∗i in the heating paths appears to be slightly higher than in cooling
paths. The parameters used in the simulations are listed in Table 4.1. The results are
presented in the following sections.
5.3.1 Simulation of oedometer tests
Validation against static tests
The oedometer tests selected for simulations with Creep-SCLAY1ST are identical with
the tests simulated in Chapter 4.
Remoulded samples
The simulations with Creep-SCLAY1ST on remoulded samples of clay from two different
depths with mechanical loading path O1 are compared with the experimental results (4
for heating and © for cooling) in Figs. 5.8 & 5.9. Compared with the simulations with
the temperature-invariant model (Figs. 4.18 & 4.19), the difference is rather small. The
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influence of temperature is rather insignificant for remoulded clays.
As reported in Chapter 4, the static tests cooling are performed on the remoulded samples
with a smaller initial void ratio than the static heating tests, i.e. the samples in the static
cooling tests have less compression after the apparent preconsolidation pressure.
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Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Remoulded Utby clay depth=6m,
monotonic heating and cooling
(a) Stress strain for Cell04















Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Remoulded Utby clay depth=6m,
monotonic heating and cooling
(b) Time displacement for Cell 04
Figure 5.8: Results on sample remoulded from 6 meter Cell 04 with Creep-SCLAY1ST.
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Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Remoulded Utby clay depth=9m,
monotonic heating and cooling
(a) Stress strain for Cell10















Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Remoulded Utby clay depth=9m,
monotonic heating and cooling
(b) Time displacement for Cell 10
Figure 5.9: Results on remoulded sample from 9 meter Cell 10 with Creep-SCLAY1ST.
There is one step for loading path O1 where the samples are subjected to identical stress
histories, and subsequently loaded with different temperature increments (15 ◦C to 20
◦C in heating and 15 ◦C to 10 ◦C in cooling). Compared to Figs. 4.26(b) & 4.27(b),
where deformation is higher in cooling than in heating, Creep-SCLAY1ST is capable of
capturing the trend of deformation as plotted in Fig. 5.10. In the simulations, heating
leads to larger deformation than cooling in a remoulded sample under the same effective
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stress state.






















Cooling at 65 kPa in simulation
Cooling at 65 kPa in lab test
Heating at 65 kPa in simulation







(a) Depth = 6 m






















Heating at 100 kPa in simulation
Heating at 100 kPa in lab test
Cooling at 100 kPa in simulation







(b) Depth = 9 m
Figure 5.10: Change in void ratio under thermal loading at a stress level just after the
apparent preconsolidation pressure.
Intact samples from 6 meters χ0 = 6
The simulations using the temperature-dependent constitutive model on intact samples
from 6 meter with loading paths O1, O2 & O3 are compared with experimental results
(4 for heating and © for cooling) in Figs. 5.11, 5.12 & 5.13.
The multi-physics simulations with Creep-SCLAY1ST capture the general mechanical
behaviour satisfactorily both for the compression curves (Figs. 5.11(a), 5.12(a) & 5.13(a))
and the time-void ratio curves (Figs. 5.11(b), 5.12(b) & 5.13(b)).
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Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Stress strain for Cell 04

















Cell04 Lab result cooling
Cell04 Simulation cooling
Cell04 Lab result heating
Cell04 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Time displacement for Cell 04
Figure 5.11: Results on intact sample from 6 meter Cell04 with Creep-SCLAY1ST.
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For loading path O2, where the samples are loaded beyond the apparent preconsolidation
pressure under T2 (20
◦C in static cooling and 10 ◦C in static heating), the differences
between the static tests are captured well. For a clay sample with a smaller initial degree
of bonding, the differences in the simulations with the temperature-dependent (Fig. 5.12)
and temperature-invariant model (Fig. 4.21) are small.
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Cell05 Lab result cooling
Cell05 Simulation cooling
Cell05 Lab result heating
Cell05 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Stress strain for Cell 05

















Cell05 Lab result cooling
Cell05 Simulation cooling
Cell05 Lab result heating
Cell05 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Time displacement for Cell 05
Figure 5.12: Results on intact sample from 6 meter Cell 05 with Creep-SCLAY1ST.
For loading path O3, the samples are mechanically loaded under temperatures T1 (25
◦C
in static cooling and 5 ◦C in static heating), the difference between the heating and
cooling tests is more pronounced than for loading path O2 and is better captured by the
temperature-dependent model (Fig. 5.13) than the temperature-invariant model (Fig.
4.22).
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Cell06 Lab result cooling
Cell06 Simulation cooling
Cell06 Lab result heating
Cell06 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Stress strain for Cell 06

















Cell06 Lab result cooling
Cell06 Simulation cooling
Cell06 Lab result heating
Cell06 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Time displacement for Cell 06
Figure 5.13: Results on intact sample from 6 meter Cell 06 with Creep-SCLAY1ST.
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Intact samples from 9 meters χ0 = 14
The samples with higher sensitivity from a depth of 9 meters, with an initial structure
parameter χ0 = 14, are simulated for loading paths O1, O2 & O3. The mechanical
behaviour is captured better by the temperature-dependent model (Fig. 5.14, 5.15 &
5.16) than the temperature-invariant model (Figs. 4.23, 4.24 & 4.25).
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Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(a) Stress strain for Cell 10

















Cell10 Lab result cooling
Cell10 Simulation cooling
Cell10 Lab result heating
Cell10 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(b) Time displacement for Cell 10
Figure 5.14: Results on intact sample from 9 meter Cell 10 with Creep-SCLAY1ST.
For loading path O2, where the samples are loaded beyond the apparent preconsolidation
pressure under T2 (20
◦C in static cooling and 10 ◦C in static heating), the differences
between the static heating and cooling are notable. These differences between cooling
and heating paths are reproduced with high accuracy by the temperature-dependent
constitutive model (Fig. 5.15).
For loading path O3, with the samples mechanically loaded beyond the apparent pre-
consolidation pressure under T1 (25
◦C in static cooling and 5 ◦C in static heating), the
differences between the static heating and cooling paths are the largests. Yet, this is
captured well with the temperature-dependent model, see Fig. 5.16.
The accuracy in modelling the sensitive clay under combined thermal and mechanical
loading is significantly improved when the temperature-dependent Creep-SCLAY1ST
model is used. The results particularly improved for stress levels beyond the apparent
preconsolidation pressure in samples with significant apparent bonding, see the compression
curves (Figs. 5.15(a) & 5.16(a)) and the time-void ratio curves (Figs. 5.15(b) & 5.16(b)).
Similarly to the remoulded samples, the intact clay samples with identical stress histories
are thermally loaded from an equal temperature for heating (15 ◦C to 20 ◦C) and cooling
(15 ◦C to 10 ◦C) in loading path O1. The thermal steps are well predicted in with the
modified model as plotted in Fig. 5.17. The differences between the heating and cooling
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Cell11 Lab result cooling
Cell11 Simulation cooling
Cell11 Lab result heating
Cell11 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(a) Stress strain for Cell11

















Cell11 Lab result cooling
Cell11 Simulation cooling
Cell11 Lab result heating
Cell11 Simulation heating
Intact Utby clay depth=6m,
monotonic heating and cooling
(b) Time displacement for Cell 11
Figure 5.15: Simulation results on intact sample from 9 meter Cell 11 with Creep-
SCLAY1ST.
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Cell12 Lab result cooling
Cell12 Simulation cooling
Cell12 Lab result heating
Cell12 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(a) Stress strain for Cell12

















Cell12 Lab result cooling
Cell12 Simulation cooling
Cell12 Lab result heating
Cell12 Simulation heating
Intact Utby clay depth=9m,
monotonic heating and cooling
(b) Time displacement for Cell 12
Figure 5.16: Simulation results on intact sample from 9 meter Cell 12 with Creep-
SCLAY1ST.
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are significantly improved for the clay samples from 6 meters depth (Fig. 4.26(a) vs. Fig.
5.17(a)) and 9 meters depth (Fig. 4.27(a) vs. Fig. 5.17(b)).




















Cooling at 65 kPa in simulation
Cooling at 65 kPa in lab test
Heating at 65 kPa in simulation
Heating at 65 kPa in lab test


























Cooling at 100 kPa in simulation
Cooling at 100 kPa in lab test
Heating at 100 kPa in simulation
Heating at 100 kPa in lab test






Figure 5.17: Results on thermal loading steps with Creep-SCLAY1ST.
5.3.2 Simulations of other loading paths in compression
An additional series of simulations are performed to verify the performance of the model
for other loading paths in compression. First, constant rate of strain (CRS) tests are
modelled, before considering undrained triaxial compression tests.
The reference temperature Tref is 7
◦C for all simulations of CRS tests using Creep-
SCLAY1ST. The boundary level simulations are for samples that are 50 mm in diameter
and 18 mm in height as shown in Fig. 5.18(a), where d is the displacement and u is
the excess pore pressure on the boundary. The samples are axially loaded on the upper
boundary with a displacement rate of 0.0024 mm/min, equal to the Swedish practice. The
model parameters are the same as listed in Table 4.1, except for the structure parameter
χ0 which represents the initial amount of bonding.
The initial structure of the high quality block samples from the depth of 6 and 9 meters
varies between 26 and 32, see Karlsson et al. (2016). The compression curves for the
simulated CRS tests under different temperatures (5 ◦C, 10 ◦C, 15 ◦C, 20 ◦C, 25 ◦C) are
shown in Fig. 5.19 for samples from 9 meters with two different amounts of initial bonding:
χ0 = 14 & χ0 = 25. The temperature-dependency of the apparent preconsolidation
pressure is substantially larger for samples with a larger amount of initial bonding χ0.
Furthermore, the natural bonding affects the stiffness after yield.
When assuming an equal size for the intrinsic yield surface p′ico, but a different amount of
bonding χ0, the preconsolidation pressure increases with an increase in the amount of
bonding, given that p′c = (1 +χ0)p
′
ico. At a higher temperature of 25





































(a) CRS tests (b) Undrained triaxial tests
Figure 5.18: Boundary conditions for CRS and undrained triaxial tests.
(a) χ0 = 14 (b) χ0 = 25
Figure 5.19: Simulations of CRS test under different temperatures with Creep-SCLAY1ST.
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reach the intrinsic compression lines faster than under 10 ◦C, i.e the bonds between the
particles degrade faster with a larger temperature increment T/Tref , as plotted in Fig.
5.20.
(a) T = 10 ◦C (b) T = 25 ◦C
Figure 5.20: Simulations of CRS test with different amounts of initial bonding with
Creep-SCLAY1ST.
5.3.3 Simulation of undrained triaxial tests
A series of consolidated undrained triaxial tests are simulated with Creep-SCLAY1ST,
in order to study the influence of temperature and the initial amount of bonding under
shearing.
In the simulations, the triaxial samples are 50 mm in diameter and 100 mm in height as
shown in Fig. 5.18(b). These samples are first isotropically loaded to the mean effective
stress of p′ = KNC0 σ
′
v0, and subsequently loaded at the bottom boundary with a vertical
strain rate of 0.001%/min (0.1mm/min). The simulations are carried out using the values
listed in Table 4.1, except for the initial structure parameter χ0.
In Fig. 5.21, samples with different amount of bonding (χ=14 in Fig. 5.21(a) and χ=30
in Fig. 5.21(b)) are simulated under different temperature (5 ◦C, 10 ◦C, 15 ◦C, 20 ◦C,
25 ◦C). The apparent preconsolidation pressure decreases with increasing temperature
when comparing the p′ − q curves in Fig. 5.21. This phenomenon is more pronounced in
clays with a higher amount of initial bonding χ0, as seen by comparing Fig. 5.21(a) and
5.21(b).
In this Chapter, a new version of the Creep-SCLAY1S model, called Creep-SCLAY1ST,
which has temperature- and initial bonding-dependent apparent preconsolidation pressure
is developed, using the data from the incrementally loaded oedometer tests. The new
model is by simulating CRS tests and undrained triaxial tests, because of the lack of
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(a) χ0 = 14 (b) χ0 = 30
Figure 5.21: Simulation results of undrained triaxial shearing at different temperatures
with Creep-SCLAY1ST.
available laboratory tests, and the results seem reasonable. The modified model, however,
need be further validated using the results from independent laboratory tests (both CRS
and triaxial) conducted at various temperatures. In the next Chapter, the modified model
is applied to the simulation of the oedometer tests with thermal cycles to study the
long-term behaviour of sensitive clays under periodical temperature changes.
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6 Oedometer tests with thermal loading cy-
cles
In this Chapter, the behaviour of sensitive clays under cyclic thermal loads is investigated
experimentally and compared to the numerical simulations. The thermal loading pro-
gramme is designed to study conditions that are representative for geothermal energy
foundations in general, and the field tests performed on the Utby test site by Bergstro¨m
(2017) in particular.
6.1 Clay with thermal cycles in laboratory tests
6.1.1 Test details
So far only the effects of monotonic thermal loading, i.e, the slow tests, that lead to
drained loading paths have been studied to assist the model development. Most geothermal
structures, however, induce thermal loading cycles into the soil. Hence, a series of thermal
cyclic oedometer tests has been performed in order to investigate the effect of thermal load
cycles on the emerging rate-dependent response of sensitive clays. The thermal loading
rate remains relatively low, reflecting in-situ conditions near energy foundations. Another
main interest is to study the effect of the initial amount of bonding on the response in
more detail, as the monotonic test results indicate that this is a crucial mechanism.
The fast thermal loading setup that uses a water circulation system has been used for
Cells 01, 02 & 03 depicted in Fig. 3.6. The hydraulic and thermal boundary conditions of
this test are summarised in Fig. 6.1. The lower boundary of the oedometer cell is closed
to facilitate pore water pressure measurements, whilst the upper boundary is an open
boundary that facilitates dissipation of excess pore water pressures. In addition to the
vertical displacements, also the temperature and excess pore water pressure measurements
have been monitored in all three cells. All readings are calibrated to include (minor)
temperature effects. Given the long test periods and slow precesses, the sampling period
was five minutes in the majority of the tests. The latter gives sufficient data to apply a
5-sample moving average filter on the pore pressure measurements that suppresses some
of the high frequency peaks in the original data.
In all cyclic tests the applied thermal load follows a harmonic function as described in
Equation 3.22 bis with an amplitude AT of 10
◦C and an average temperature Tavg of
15◦C. As a result the applied temperature T varies between 5◦C and 25◦C. As described in
Section 3.4.2 the loading period tp is sequentially increased for each group of 10 cycles, i.e.
tp = 4, 8, 12 & 16 h. This implies that before the tp = 12 h, the sample already experienced





















Figure 6.1: Boundary conditions for oedometer tests with thermal cycles.
i.e. σ′v = 60 (Cell 01), 100 (Cell 02), 150 kPa (Cell 03). The apparent preconsolidation
pressure for the samples from 9 m depth is σ′pc ≈ 70 kPa.








) + Tavg (3.22 bis)
The applied temperature cycles in the tests, as measured in the experimental results are
plotted in Fig. 6.2. In addition to the temperatures measured in the water bath surround-
ing the sample, two additional traces are plotted: the setpoint and the temperature in
the water tank. Fig. 6.2(a) plots the results for the cyclic tests with a period tp of 8
hours whilst Fig. 6.2(b) shows data for the tests with a loading period of tp of 12 hours.
Consistent performance is achieved, given the simplicity of the system. Closer inspection
of the data, however, shows that the temperature in the water bath slightly differs from
the set-point, due to the differences in the response time and efficiency of the heater and
climate room. This particular setup uses the climate room, set to (5◦C), to cool the
sample when the heater is switched off. As a result for a relatively short thermal loading
period tp, the lowest temperature target of 5
◦C is not reached in time. In contrast, the
highest temperature for all thermal cycles with different periods overshoots the setpoint
(25◦C). This behaviour of the control loop is due to the asymmetry in the available energy
for cooling (climate room installation) and heating (a modest 1000 W heater in a water
bath) which is difficult to optimise in a simple PID loop.
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(a) TP=8h (b) TP=12h
Figure 6.2: Temperature in oedometer tests with temperature cycles.
6.1.2 Test results
The cyclic results that will be presented represent intact and remoulded samples from a
depth of 9 meters at Utby site. The initial results from the static oedometer tests from a
depth of 6 meters seem to deviate too much from the static reference tests used for model
calibration, and thus do not provide reliable comparison for complementary cyclic data.
By reducing the loading period, the peak heating rate ranges from 3.9 ◦C/h (tp = 16
hours) to 15.7 ◦C/h (tp = 4 hours). This change in the thermal loading period has only a
rather small effect on the magnitude of the generated excess pore water pressures, i.e. ≈
2% of the effective stress level of the loading step, which is largest in the reconstituted
samples. Therefore, this Chapter will only present and discuss the results for one loading
period at different effective stress levels, with a focus on studying the effect of the initial
amount of bonding. For further reference, a complete overview of all results is given in
Appendix B. The loading period of tp = 12 hours is selected as this provides the most
reliable data set in terms of test continuity and sample quality. Please note that this
refers to a thermal cyclic loading stage performed after completion of 10 load cycles with
tp = 4 hours, and 10 load cycles with tp = 8 hours, for a total of 120 hours.
Figs. 6.3 & 6.4 present the measured time series for void ratio e and excess pore water
pressures ∆u for three load steps (σ′v = 60, 100 & 150 kPa) for both the intact and
remoulded samples from 9 m depth. The thermal loading cycles applied in these tests are
already presented in Fig. 6.2(b), however for completion, the curve for the temperature
setpoint is repeated above the void ratio and pore pressure graphs. Note that the vertical
scale is not constant throughout the subfigures, in order to discern the small changes in
each individual test. For ease of comparison, the results are combined and plotted in Fig.
6.5.
The measured changes in void ratios are practically in phase with the temperature change
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(a) Setpoint for intact samples (b) Setpoint for remoulded samples
(c) Intact 60 kPa (d) Remoulded 60 kPa
Figure 6.3: Pore pressure and void ratio of samples at 60 kPa during thermal cycles with
a period of 12 hours.
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(a) Intact 100 kPa (b) Remoulded 100 kPa
(c) Intact 150 kPa (d) Remoulded 150 kPa
Figure 6.4: Pore pressure and void ratio of samples under different stress levels during
thermal cycles with a period of 12 hours.
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applied for all load steps studied. In contrast the peak in excess pore water pressures is
largest for the largest heating rates, and hence is shifted a half period tp in time to be in
sync with the steepest part of the temperature signal. The somewhat irregular shape of
the excess pore water pressure curves is for a large part a result of the small magnitudes
close to the resolution of the pressure transducer (0.5 kPa).
The excess pore water pressures are benign and for heating and cooling cycles a direct
consequence of the restricted flow resulting from the dissimilar thermal expansion of the
pore water and the soil matrix. The smallest magnitudes are registered for the load
step before the apparent preconsolidation pressure, whilst for the other load steps the
amplitude of the measured pore water pressures Au increases with effective stress level
(Au60kPa < Au100kPa < Au150kPa) in Fig. 6.5(a) & 6.6(a). The largest magnitudes are
found for the remoulded samples, which have perhaps a higher degree of saturation than
the intact specimens. The absolute magnitude of measured change in pore pressures
is rather low for all load steps in intact and remoulded samples, i.e. |u| is less than 5
kPa. This is consistent with the excess pore water pressures measured in the field tests
on floating thermal piles in sensitive clays with thermal cycles conducted by Bergstro¨m
(2017), where the maximum excess pore pressure measured in field tests were less than 5
kPa.
(a) Pore pressure (b) Change in void ratio
Figure 6.5: Pore pressure and change in void ratio in oedometer tests with temperature
cycles with a period of 12 hours for intact clay.
Compared to prior work performed in undrained conditions and large temperature
variations, the current research focuses on thermal loading cycles with open drainage and
relatively small thermal loading amplitudes. As a result, no accumulation of excess pore
water pressures is observed in the current tests. This small change of 5 kPa in effective
stress is unlikely to trigger additional settlements in a deposit of sensitive clay as it is in
the same order of magnitude as the natural seasonal fluctuation of the groundwater table.
The effective stress cycles resulting from the measured excess pore water pressures
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(a) Pore pressure (b) Change in void ratio
Figure 6.6: Pore pressure and change in void ratio in oedometer tests with temperature
cycles with a period of 12 hours for remoulded clay.
corresponds, for the stiffness of the tested clay, to a change of void ratio in the order of
∆e=0.01. Additional volumetric thermal expansion and contraction effects with a similar
magnitude of ∆e = 0.01 of the clay matrix itself are expected. These mechanisms are
additive, as associated with an increase in temperature, a (volumetric) thermal expansion
and a reduction in effective stress both lead to a volume expansion. Finally, it is expected
that thermal softening effects can trigger additional viscoplastic strains resulting from a
reduced apparent pre-consolidation pressure.
When studying the void ratio response in more detail during thermal loading cycles,
plotted in Fig. 6.4, there is an ongoing deformation with time, on which a cyclic signal
with an amplitude ∆e superimposed. The magnitude of this amplitude falls within
the expected range ∆e = 0.01 that results from changes in effective stress and thermal
expansion/contraction effects. Given that the phase of ∆e is in sync with the forced
temperature change, it is most probable that the thermal expansion and contraction
mechanisms are the primary effects observed in this test series.
The intact clay samples are more sensitive to temperature change than the remoulded
samples, as well as that similarly to the monotonic heating and cooling tests, the largest
change in void ratio is found in the sample that is subjected to a stress level of 100 kPa
(Fig. 6.4(a)), a stress level just above the apparent preconsolidation pressure (σ′pc=70 kPa).
Compared to the response of intact clay near the apparent pre-consolidation pressure, the
effects of thermal loading are more limited for the other stress levels for the intact samples,
and negligible in remoulded clay samples when comparing 6.6(b) with Fig. 6.5(b).
Because of the two hardening mechanism (thermal softening and volumetric hardening),
the mechanical strain and thermal strain cannot be separated for normally consolidated or
slightly overconsolidated clays, especially under the conditions where pore water pressures
change with temperature.
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6.1.3 Comparison between slow and cyclic thermal loading
In order to investigate if the thermal cyclic loading substantially affects the creep rates, a
comparison is made with the slow monotonic thermal loading tests.
In Step 71 and Step 72 (S71 and S72 in Table 3.5) of the static tests, samples from 9
m depth are thermally loaded from 15◦C (with 5 ◦C increment and decrement) at an
effective stress level of 100 kPa and 150 kPa, respectively. The results from this most
representative load step (red: heating; blue: cooling) is compared against the cyclic data
(black) in Fig. 6.7. When comparing the dashed lines for the stress level (σ′v=100 kPa)
just beyond the preconsolidation pressure, the change in void ratio is highest for the
quasi-static tests with thermal cycles and lowest for static cooling tests. This is also
observed in the samples under the vertical stress level of 150 kPa.



















[-] 150 kPa with thermal cycles100 kPa with thermal cycles
150 kPa 15 °C to 20 °C
100 kPa 15 °C to 20 °C
150 kPa 15 °C to 10 °C
100 kPa 15 °C to 10 °C
Intact Utby clay depth=9m,  TAvg=15
°C
Figure 6.7: Strain evolution under mechanical loading after cyclic thermal loading.
In the quasi-static oedometer tests, the largest strain accumulated after 40 thermal cycles
with 4 different periods tp is around 6% for intact clay samples from the depth of 9 meters,
with an ongoing strain rate that is not decreasing with time. This is most critical for the
normally consolidated clay samples that are subjecting to cyclic thermal loading. For the
clay under the vertical stress of 100 kPa, the change in void ratio ∆e is 0.1 after 5 days of
thermal cycles (Fig. 6.7).
Assuming that the in-situ void ratio of the clay deposit is 2 (which is similar to the initial
void ratio in Table 3.1), the deformation found in the laboratory will translate to 333 mm
in 5 days for a natural intact clay deposit that has a thickness of 10 m. These magnitudes
have not been observed in the field test at Utby reported by Bergstro¨m (2017). This is
partly due to stress states in the soil surrounding the pile that are not necessarily in the
critical range, but more importantly partly linked to the state of the soil surrounding the
pile, which is not intact due to the effects of pile installation.
During pile installation of displacement piles, as used in the field test, the soil around
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the pile will be remoulded. A simplified estimate the extent of the disturbed zone can
be obtained by coupling the Strain Path Method (Gudehus et al. 2008; Sagaseta and
Whittle 2001) (that only resolves the strain path for an incompressible fluid) with a strain
driver in which the SCLAY1S model is implemented, see Yannie (2016) for some details.
The results of the SPM analysis are plotted with the temperature measurements from
Bergstro¨m (2017) in Fig. 6.8. These quickly compiled results show that the largest change
in temperature in the soil adjacent to the energy pile, as measured in the full-scale field
test, coincide with the extent of the remoulded clay area as predicted by the SPM method
(using the structure parameter χ). This explains the absence of large deformations in the
field test. Further analyses incorporating pile installation effects, a multi-physics model

































Figure 6.8: The area that is influenced by energy pile penetration and temperature change.
6.2 Simulation results on oedometer tests with ther-
mal cycles
The oedometer tests with thermal loading cycles, presented above, are simulated at
boundary value level using the temperature-invariant Creep-SCLAY1S model and the
temperature-dependent Creep-SCLAY1ST model implemented in a fully coupled multi-
physics framework, as presented in previous Chapters. Here the focus again is at simulating
the experimental results for the cyclic thermal oedometer tests with loading period tp 12
h on intact and remoulded samples from 9 m depth loaded to a vertical effective stress
of σ′v = 60, 100, and 150 kPa. The calibrated model parameters for Utby previously
introduced are used in these simulations.
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6.2.1 Change in effective stress
The pore water pressures calculated with the temperature-invariant model Creep-SCLAY1S
and temperature-dependent model Creep-SCLAY1ST are shown in Fig. 6.9 for intact
samples. For all three different simulated stress levels, the predicted pore water pressures
with Creep-SCLAY1ST are slightly higher than those predicted with Creep-SCLAY1S.
The change in the absolute pore water pressure |∆u| is on average 1 kPa higher for Creep-
SCLAY1ST. One source of this discrepancy is that the residual excess pore pressures are
higher in the simulation with Creep-SCLAY1ST due to the larger strains predicted for
the mechanical step prior to the cyclic thermal loading cycles.
































Intact Utby clay depth=9m under thermal
cycles. TAvg=15
°C, A=10°C, f=1/12h.
Figure 6.9: Excess pore water pressures resulting from thermal loading cycles simulated
with Creep-SCLAY1S and Creep-SCLAY1ST.
In the simulated oedometer loading paths, the vertical effective stress is controlled by
the dead weight load. The vertical stress starts from σ′v0 (in Table 3.4.2) before the
application of thermal cycles. The axial stress σ′1 = σv0 − u, where u is the excess
or negative pore water pressure generated upon heating or cooling. The radial stress
σ′3 = σ
′
1K0 = (σv0 − u)K0, where K0 is the the coefficient of lateral earth pressure at
rest denothing the ratio between the horizontal (radial) effective stress and the vertical
(axial) effective stress. The stress ratio η between the mean effective stress p′ and the
deviatoric stress q can be obtained as Eq. 6.1, which shows that the change in stress ratio
q/p′ depends solely on K0. The stress ratio for the clay samples η = q/p′ = 0.94 when











































Figure 6.10: Cyclic 1D compression curve in p′-q space.
In a traditional oedometer test the horizontal stress cannot be measured directly or
controlled. Thus, the stress ratio η = q/p′ is unknown and not necessarily constant during
the test. If, for example, the clay samples compress under combined mechanical and
cyclic thermal loading, the horizontal effective stress will increase. In these loading paths
K0 does not necessarily remain constant, as well as that ongoing stress relaxation or
creep mechanisms further evolve the stress state (K0). K0 and the stress ratio are linked
according to Eq. 6.1. Hence, the stress path of the samples can move out of the reference
surface p′cT as shown in Fig. 6.10.
The loading programme of the tested samples presented here is designed such that both
an initial stress within the the reference surface (σ′v0 =60 kPa for Cell 01) and on the
reference surface (σ′v0 =100 kPa for Cell 02 and 150 kPa for Cell 03) are studied. The
simulated p′-q stress paths of the thermal cycling loading tests are plotted in Fig. 6.11
for the three different initial stress states. The solid lines represent the results from
Creep-SCLAY1S model with pore pressure generation and the dashed line show the results
using Creep-SCLAY1ST that also includes bonding-dependent thermal softening and pore
pressure generation. The differences in the simulated stress-paths for the two models are
rather small for all simulated stress levels.
6.2.2 Change in void ratio
The volumetric response of the intact and remoulded clay under thermal cyclic loading as
simulated with Creep-SCLAY1S & Creep-SCLAY1ST are plotted in Fig. 6.12 for different
loading periods tp = 8 & 12 h. The change in void ratio ∆e is predicted well by both
models for each stress level. What is striking is that both models perform equally well.
The largest differences between the simulations and the experimental data occur for the
stress level just beyond the apparent preconsolidation stress σ′v = 100 kPa. Both models
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Intact Utby clay depth=9m,
with thermal cycles
Figure 6.11: Simulated p′-q response for thermal cyclic oedometer tests using Creep-
SCLAY1S & Creep-SCLAY1ST.
underpredict the data. In contrast, for stress levels below and beyond, i.e. σ′v = 60 & 100
kPa both models underpredict the change void ratio. Crucially, despite the multi-physics
simulations with all thermal expansion coefficients and coupling terms, the magnitude of
the cyclic amplitude in ∆e is not properly captured.
To further analyse the laboratory tests with the temperature-invariant model and
temperature-dependent model, the mechanical and thermal cycles steps are plotted in the
same time-void ratio plot in Fig. 6.13. The preconsolidated pressure is underestimated by
both the temperature-dependent and temperature-invariant model, especially temperature-
dependent model at the mechanical loading step just beyond the preconsolidation pressure
(the red line in Fig. 6.13).
The differences in the simulated emerging creep rates after thermal cyclic loading are rather
small. The results of both the simulations with Creep-SCLAY1S and Creep-SCLAY1ST
after 40 simulated thermal cycles are comparable and reasonably close to the experimental
data.
The temperature-dependent formulation of the apparent pre-consolidation in Creep-
SCLAY1ST leads to a contraction of the reference surface (softening) when the clay is
heated. This also leads, in addition to the thermal consolidation effects, to a further
increase in excess pore water pressures. The mean effective stress decreases even more. In
case the clay is cooled, the effective stress increases due to the generation of suction, as a
result the reference surface expands. For a thermal loading cycle that incorporates both
heating and cooling, the effects of temperature change is eased by the change of pore
pressures for the temperature-dependent model. In contrast, for the temperature-invariant
Creep-SCLAY1S model, the reference surface does not change, the stress state simply
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Intact Utby clay depth=9m
Figure 6.13: Simulated time-compression curves for thermal cyclic oedometer tests using
Creep-SCLAY1S & Creep-SCLAY1ST - complete time series for all load steps.
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moves within (or outside) the reference surface, and when the clay is heated (or cooled).
This can be the explanation for the overprediction of deformations using Creep-SCLAY1S
when compared to the simulated results of Creep-SCLAY1ST (Fig. 6.12).
The competing thermal softening and viscoplastic hardening mechanism are most pro-
nounced for when a normally consolidated clay is heated. During heating the decrement
in apparent preconsolidation pressure is partially compensated by the viscoplastic strain.
This might not be always the case, if for example, the normally consolidated clays are
loaded with thermal cycles with a very short loading period tp, only very limited vis-
coplastic strain would develop that compensate for the thermal softening, because of the
accumulated excess pore water pressures that lead to a reduction of effective stress. Thus,
it is hypothesized that the accumulated viscoplastic strains would be rather small under
thermal loading cycles when the pore water pressures cannot dissipate. This scenario
might however lead to failure under undrained cyclic loading.
In case of thermal loading cycles with substantially longer loading periods tp (>> 16 hours)
that are more representative for energy foundations, the change in pore water pressures
cannot be detected. In this case, heating up a clay deposit with a substantial initial
amount of natural bonding χ0 leads to unfavourable irreversible strains due widening of
the (negative) gap between the apparent preconsolidation pressure (after thermal softening






In conclusion, the experimental results indicate that the creep rate is altered by thermal
cyclic loading. Based on the test series in this Thesis, the effects are minor and are most
pronounced in normally (or sligthly overconsolidated) sensitive clays with a large amount
of initial bonding. Thermal loading cycles lead to larger permanent strains than the static
heating and cooling paths.
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7 Conclusions and recommendations
A systematic series of thermal 1D incremental loading tests on intact and remoulded
samples of sensitive clay from two depths have been performed in a temperature range of 5
◦C – 25 ◦C. This involves incremental heating and decremental cooling tests with steps of 5
◦C. The focus is on quantifying the effect of temperature change on the emerging creep rate
as function of the stress level and the initial structure of the clay. The temperature range
(5 ◦C to 25 ◦C) studied in this work is representative for geothermal energy foundation in
Scandinavia.
The simultaneous testing of comparable samples, and the subsequent reconstruction of
compression curves from multiple samples, allows to obtain the data required with a
significant reduction in total testing time.
The creep rate for the intact samples has proven to be very sensitive to a temperature
change, with the largest effects found for stress levels around the apparent preconsolidation
pressure. There is no clear trend in the data, other than that it appears that for most
stress levels the creep rate peaks between 10 ◦C to 15 ◦C before reducing at 20 ◦C and
25 ◦C. These results are corroborated by the thermal cyclic loading tests where the
largest change in void ratio are registered for effective stress levels around the apparent
preconsolidation pressure. In contrast, the remoulded samples did not show sensitivity to
temperature changes in the range of temperatures tested, neither in the static nor cyclic
thermal loading tests.
Heating increments show larger changes in the creep rate than the cooling decrements.
Both, however, lead to a measurable change of the creep rate in the intact clay samples,
whereas the reference tests on remoulded samples of the same clay did not show much
sensitivity to a temperature change, regardless of the stress level.
The intrinsic permeability of the material, as derived from the hydraulic conductivity,
compensated for temperature effects on the dynamic viscosity and density of the pore
water, did not show a clear temperature dependence. The arrangement of macro-structural
level pores, through which free water flows, depends more on the mechanical loads rather
than on the temperature.
In conclusion, the significant thermal creep triggered in sensitive clays is primarily an effect
of the change in the structure of the natural clay, which can be due to micro-structural
water transfer (Hueckel 1992) or interaggragate links (Delage and Lefebvre 1984), and is
most pronounced around the apparent preconsolidation pressure.
Fully coupled thermo-hydro-mechanical numerical analyses of the experimental results
at boundary value level are carried out to study the response of sensitive natural clays.
The comparisons between experimental results and the simulations show that the rate-
dependent behaviour of natural clays under a moderate temperature change (5-25 oC)
is reasonably well predicted by using the temperature-invariant Creep-SCLAY1S model
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implemented in a multi-physics Finite Element framework. For almost normally consoli-
dated highly sensitive clays, however, the model needs to be extended to account for the
temperature dependency of the apparent preconsolidation pressure. The latter is shown
to be highly dependent on the amount of bonding.
The newly developed Creep-SCLAY1ST model, implemented at boundary value level
in the COMSOL multi-physics framework, has a temperature- and bonding -dependent
apparent preconsolidation pressure that has been calibrated against the experimental
data. The new model improved the accuracy of the predictions of the rate-dependent
and temperature-dependent response of intact sensitive clay in static oedometer tests,
especially for the stress states just above the preconsolidation pressure.
In addition, oedometer tests with thermal loading cycles have been conducted to simulate
the clay response adjacent to geothermal energy foundations. The results show that for
thermal loading cycles between 5 and 25 ◦C, with sequentially increasing loading pediods
ranging from 4 to 16 hours, the generated excess pore pressures were < 5 kPa for all stress
levels. This value which is ca. 2% of the effective stress level, corroborates the findings of
the field test on energy piles at the Utby test site performed by Bergstro¨m (2017). In the
laboratory tests, the effect of the loading period on the generation of excess pore water
pressures and strain seems to be negligible. The modelling of the cyclic tests proved to be
unsatisfactory, which can be expected as the model on which Creep-SCLAY1ST is based,
also lacks the necessary model features for properly capturing effective stress-driven cyclic
loading.
During the long-term utilisation of geothermal energy foundations in sensitive clays,
temperature triggered creep will accumulate under the seasonally cyclic thermal loading.
The effects are largest for normally consolidated intact clays. Energy piles that remould
the soil during pile installation (i.e. displacement piles) will be less likely to trigger
additional thermal creep deformations during the operation of the geothermal system, as
long as the soil volume affected by temperature changes falls within the disturbed zone
resulting from installation.
As the systematic testing done as part of this study is limited to one-dimensional conditions
only, it would be prudent to extend the test series to study more comprehensive loading
paths. In addition, it would be beneficial to study the effects of temperature changes at
different strain rates. Thus, it would be possible to fully understand the temperature-
dependency of the apparent preconsolidation pressure, the mobilised stiffness and the
emerging strength, and how these are related to the amount of natural bonding in sensitive
clays.
Fully coupled multi-physics simulations should be combined with state of the art con-
stitutive models, such as the one developed as part of this research, to extrapolate the
monitoring data from full-scale energy foundations in sensitive clays, in order to predict
the performance of the foundation over its complete life-time.
Finally, the results suggests that the temperature dependency of sensitive natural clays
121
originates at the micro-structural level. Hence, the conventional element level geotechnical
testing methods should be complemented with new techniques originally developed in
Materials Sciences that are able to resolve the mechanism at the relevant scale.
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Figure A.3: Calibration on Cell 13 to Cell 15.
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Figure B.3: Pore pressure and void ratio of samples under different stress levels during





Figure B.4: Pore pressure and void ratio of samples under different stress levels during





Figure B.5: Pore pressure and void ratio of samples under different stress levels during
thermal cycles, tP =16 hours.
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